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MEDLEY FARM SITE PREFACE

PREFACE

A set of drawings has been developed to accompany this submittal. These drawings are referenced by
title and number in the Table ot Contents following this page.
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MEDLEY FARM SITE SECTION 1

Sectlon 1
INTRODUCTION

1.1 Purpose of Manual

The purpose of this document is to summarize and document the operations and maintenance (O&M)
tasks required to effectively operate the soil and ground water treatment systems to be constructed and
operated at the Medley Farm Site. It is also the intent of this document to provide information
concerning heafth and safety, routine monitoring, and troubleshooting activities.

The O&M Manual is a major project deliverable and milestone called for in the Remedial Design
Schedule, Consent Decree, and Scope of Work (SOW). This manual provides the United States
Environmental Protection Agency (US EPA) and South Carolina Department of Health and
Environmental Control (SC DHEC) with the operations and maintenance responsibilities, details about
site design considerations, vendor supplied O&M Manuals, and specifications for the Medley Farm Site.
This document contains the technical basis for site O&M activities as they relate to start up, shut down,
and maintenance of the soil and ground water treatment systems. Following approval of this document
by the US EPA, RMT will finalize work upon the next significant project milestone for the Remedial
Desigrn/Remedial Action (RD/RA), the Final Design Report.

1.2 Scope of Work
ltems delineated by the US EPA’s Scope of Work document requires that the O&M Manual include the

following:
. Equipment start-up and operator training;
. Description of normal operations and maintenance;
. Description of potential operating problems;
. Description of routine monitoring and laboratory testing;
. Description of atemate O&M;
. Description of equipment;
. Description of adequate safety precautions to be followed; and
. Identitication of records and reporting mechanisms required..
IAWP\9\938130MM. MFS/CDF 83 1-1 WORKING COPY
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This O & M document has been prepared to address these requirements. For reference, see Task IV,
pages 27-28 of the SOW.

1.3 Background
On May 29, 1991, the United States Environmental Protection Agency (US EPA) issued its Record of

Decision (ROD) for the Medley Farm Site. This document set forth the Agency’s rationale and selected
remedy for addressing affected ground water and soils identified at the site. The US EPA’s Medley
Farm ROD was based on the findings of the Remedial Investigation/Feasibility Study (RI/FS) conducted
by the Settling Defendant’s technical consultant, Sirrine Environmental Consuitants, Inc. On October 9,
1991, the Settling Defendants for the Mediey Farm Site (hereinafter referred to as the Medley Farm Site
Steering Committee) formally entered into a Consent Decree outlining the basis for Remedial Design
and Remedial Action at the site. The Consent Decree was formally entered with the United States
District Court on January 17, 1992. The members of the Medley Farm Site Steering Committee have
jointly agreed to implement the remedy defined by the ROD, the Consent Decree and Scope of Work
(SOW), which is a part of the Consent DeE:ree. The ROD and SOW comprise the primary technical
resource documents that have been used during the development of this document.

RMT, Inc. (RMT) was retained by the Medley Farm Site Steering Committee to develop and implement
the ROD-selected remedy. As a part of the required project deliverables, RMT prepared and submitted
the Pre-Final/Final Remedial Design Report to the US EPA and the SC DHEC for review and approval.
This document described the general approach and schedule for completion of the Remedial Action
portion of the RD/RA. The Pre-Final/Final RD Report for the Mediey Farm Site was submitted to the
US EPA and SC DHEC on May 28, 1993.

This O&M Manual is one of the major project deliverables called for under the approved RD project
schedule. The Medley Farm SOW outlines (on pages 27-28) specitic US EPA technical requirements
concerning the content of this document. This O&M Manual has been prepared in accordance with the
requirements of the Medley Farm ROD, Consent Decree, SOW and RD Work Plan.

1\WP\G\338130MM MFS/CDFS3 1-2 WORKING COPY
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1.4 Regulatory Requirements - RD/RA Consent Decree

Section VI.11.f (Page 17) of the Medley Farm Consent Decree requires that the Prefinal/Final Design
Report include, at a minimum, the following: (1) final plans and specifications; (2) a final construction
schedule; (3) operation and maintenance plan; (4) field sampling plan (directed at measuring progress
towards meeting Performance Standards); and (5) contingency plan. This O&M Plan is submitted in

compliance with this requirement.

1.5 Treatment System Description

RMT's conceptual process design for the Medley Farm Site remedy generally consists of a portable soil
vapor extraction (SVE) system for treatment of the VOC-affected soils, a system of jet-pump ground
water extraction wells for removal of VOC-contaminated ground water, a low profile air-stripping unit for
treatment of the affected ground water, and a diffuser system for discharge of the treated ground water

through a NPDES-permitted outfall to Jones Creek.

A more detailed process narrative for each of the ground water treatment and soil vapor extraction
systems is provided in Sections 1.5.1 and 1.5.2. At this time, the design criteria for each of these
systems is based upon the assumption that air emissions from both the ground water and soil removal
systems will not require treatment to achieve minimum SC DHEC air quality requirements, per a letter
from SC DHEC's Bureau of Air Quality Control dated December 29, 1993 (Appendix A).

1.5.1 Ground Water Recovery and Treatment System

Ground Water Recovery

Dual jet pump collection systems (Systems A and B) have been selected for use at the Medley
Farm Site. Each of these systems is intended and designed to function independently of one
another. Yet, they both are intended to collect ground water from within a discrete portion of
the plume of VOC constituents. A generalized arrangement of the Medley Farm remedy is

shown in Figure 1-1.

The remedial design for the Medley Farm Site has been developed to accommodate a degree
of flexibility with respect to possible changes and modifications that may become necessary in
response to changing site conditions or remedial objectives. A review of the text and drawings
provided herein will illustrate the provision for a third jet pump system (reference Drawing 938-

I\WP\91938130MM. MFS/CDF83 1-3 WORKING COPY
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C03), should the need arise. At this point in time, dual jet pump systems A and B are believed
to be adequate to address the site remedial objectives. The third system (System C) is shown
only to emphasize the fact that the remedial design does take future contingency measures into

account.

A jet pump recovery system is intentionally designed as a reliable and uncomplicated means of
extracting ground water from the subsurface and conveying it to a centralized treatment system.
The most important components of a jet pump system are the centrifugal pump (prime mover),
the jet pump ejector, and the associated piping. Figure 1-1 provides a conceptual view of these
various components as they interact with one another. The jet pump ejector is installed near
the bottom of each pumping well. Each pumping well will be constructed as shown in Figure
1-2. Seven (7) recovery wells will be used in System A and four (4) in System B. The prime
mover for each system is used to maintain a minimum flow of water through the ejector, which
in turn exerts a negative pressure or suction on the ground water present in the well. The
momentum transfer that occurs within the ejector’s venturi assembly imparts a vacuum of
sufficient strength to induce flow out of the well and into the collection piping.

This type of ground water extraction system is reliable, cost effective, and does not require
complicated control systems. In cases where the well is pumped to dryness, the jet pump
merely draws air into the system which is vented elsewhere. To facilitate long-term system
operations and monitoring, RMT has found it useful to include flow meters, check valves, and
throttling valves at select locations throughout the system. A general process flow diagram for
the jet pump ground water extraction system at the Medley Farm Site is presented in Drawing
938-C04.

Reclrculation System

The dual jet pump extraction systems for the Medley Farm remediation will hereinafter be
referred to as System A and System B, respectively. As one examines the Process Flow
Diagram (PFD) Drawing 938-C04, it should be noted that both Systems A and B are each
provided with a dedicated centrifugal pump. Each of these two systems share a central
recirculation tank shown on the PFD. This central recirculation tank serves as the point of
suction for both prime movers and provides the water supply necessary to maintain the

IWP\S\338130MM MFS/CDF83 1-5 WORKING COPY
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minimum water flow throughout each of the respective ground water recovery systems. The
accumulated discharge from all of the jet pump extraction wells recirculates out through each
system and returns with the additional water collected from each extraction well. As the water
level increases, the recirculation tank is provided with an overflow through which the excess
return water flows by gravity to the low-profile air stripping system.

Low-Profile Air Stripper

The extracted ground water overflows the recirculation tank and flows by gravity to the top of
the low-profile air stripper unit (Figure 1-3). Once here, the water flows across the upper
distribution tray of the air stripper where it is uniformly distributed over a pattem of 3/16-inch
diameter holes through which a continuous stream of air is passed. The extracted ground
water then drains by gravity through three trays to a sump located at the bottom of the air
stripper. As the extracted ground water passes downward through these trays, an air stream is
-continuously forced upward through the ground water by an air blower.

This counter-current flow of extracted ground water and air induces mass transfer of VOCs
from the ground water and into the air stream. The VOCs are stripped from the water phase
and introduced to the air phase. Treated ground water will flow by gravity from the low-profile
air stripper through a flow-measuring flume and on into the discharge diffuser at the NPDES
outfali (OSN 001) in Jones Creek.

1.5.2 Soll Vapor Recovery System

Soil vapor recovery will be used to remediate unsaturated zone (vadose zone) soils in three
areas designated by the Record of Decision (ROD) and shown on Drawing 938-C05. These
areas of the site were identified during the RI/FS as having the potential to provide a long term
source of VOC to the ground water.

Soll Vapor Extraction (SVE) Wells

A series of vapor extraction wells are installed within each area described by the ROD and
piped to a central vacuum pump by way of a common header. The arrangement for this
system is shown on Drawing 938-C05. Figure 1-1 also depicts the general manner in which
vapor extraction wells are intended to relate to ground water extraction wells. Soil vapor

[\WPG\938130MM MF S/CDFg3 1-7 WORKING COPY
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extraction wells will generally be installed approximately ten feet above the mean high ground
water elevation. A typical construction diagram for a soil vapor extraction well is shown on

Figure 1-4.

Soil vapor extraction wells will be constructed using two-inch schedule 40 PVC piping. The
screened interval for these wells will be approximately ten feet above the mean high water
elevation to the surface. The screens for the soil vapor extraction wells will be 30 feet in length
and will be 0.020-inch continuous slotted. Treatability test results indicate that a system of
eight soil vapor extraction wells will be necessary to address the required vapor extraction
operations designated by the ROD. The process flow diagram for this system is shown on
Drawing 938-C04. System details are provided on Drawing 938-C11.

Generally, the vapor extraction wells are piped into a central header which leads to the
centrally-located vacuum unit. The vacuum piping will be placed in a shallow trench to address
the potential for vandalism. In areas of known vehicular traffic, the vacuum piping may also be
protected by a steel casing to prevent crushing. As a vacuum is applied to the site soils,
recovered vapors will flow through the four-inch pipe header, into the vacuum unit and then
discharged to the atmbsphere. The vacuum header is installed at a continuous grade to
prevent condensate from accumulating in the pipeline. In this manner, condensate not
collected by the condensate trap should flow back to the nearest SVE well.

The vacuum unit utilized for the Medley Farm Site remediation is pre-engineered, prefabricated,
trailer-mounted, and piped and wired by the vendor. The major components of this system are
described below. The technical specifications for this system have been provided in Section

3.6.2 of the Pre-Final/Final Design report.

Vacuum Monitoring Wells
Purpose - To monitor the influence radius, at various depths and locations, of the SVE vacuum

wells.

Description - One-inch vacuum monitoring wells (VMWSs) are installed to monitor the influence
radius of the SVE wells at various depths and locations. The depths of these wells may be
installed up to 10 feet above the seasonal high water table. The construction details of the

IWP\$\038130MM MFS/CDFg3 1-9 WORKING COPY



J:\CAD\ GRAPHIC\ 938\ 9385VC - 1.DWG

THREADED CAP
WELL CASING
CONCRETE PAD
(3'x3'x6")
LAND SURFACE
DEPTH (FT. :

§ / GROUT-Pertlond
cement/powdered

\ bentonite sturry

§ l\

WELL CASING___ 2"
Schedule 40 flush
threaded PVC
BENTONITE SEAL3/8"
Dpellets

:] ____——— SAND PACK foster
Dixi X = 80
| — WELL SCREEN_Q.020"
_continuous slotted
PYC. approximately
* | r
' ._ ]
i r !
FIGURE 1-4
SOIL_VAPOR EXTRACTION WELL SCHEMATIC
Not To Scale
RMT"
1-10




\

- .

RMT OPERATIONS AND MAINTENANCE MANUAL JUNE 1993
MEDLEY FARM SITE SECTION 1

VMW:s is shown on the following Figure 1-5. Each well will be screened using 0.010-inch
machine slotted construction to within 10 feet of the high water table. The data collected from
these VMW’s will be used to enhance the optimum performance of the SVE system and

monitor its effectiveness.

Condensate Trap

Prior to entering the vacuum unit, extracted soil vapors first pass through a condensate trap.
The purpose of this unit is to remove entrained water vapor from the air stream before it passes
through the vacuum pump. Water will coliect in the bottom of this trap as time progresses. A
high level shut-down will address situations where 100 much condensate has collected. A drain
will be manually opened to periodically remove this water from the SVE system. This water will
be periodically discharged to the recirculation tank of the air stripping unit for treatment prior to
discharge to the Jones Creek NPDES outfall, OSN 001.

Air Filter

The soil vapor will then pass through a high efficiency particulate filter to remove fine particle
solids prior to their entry into the vacuum unit. Pressure gages located upstream and
downstream of the unit will be used to monitor the pressure drop across the filter.

Alr Intake

Make-up air is provided through a filtered air intake. A globe valve is positioned on this line to
precisely regulate the amount of make-up air that is fed into the system. A flow meter and
pressure gage are situated upstream of this globe valve to monitor intake conditions. Make-up
air is necessary for starting the vacuum system under no-load conditions and to operate the

system at variable levels of vacuum and vapor flow.

Inlet/Discharge Sllencers

In-line silencers are installed on both the inlet and discharge sides of the vacuum pump.
Vacuum pumps of the size used for SVE operations can be noisy, so silencers are used to
reduce the noise level during site operations. RMT limited the hours of operation for the SVE
system to daylight hours. This approach limits the potential for nuisance noise levels at the site
by placing a timer control on the power feed for the SVE system.

I\WP\8\938130MM. MFS/CDF g3 1-11 WORKING COPY
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Vacuum Pump

The vacuum pump will be a rotary lobe, positive displacement pump capable of providing at
least 500 SCFM under no load conditions, and capable of operating up to a vacuum of 190
inches of water (14 inches mercury). The design operating vacuum is 140 inches of water

(10.3 inches mercury).

A vacuum relief valve will be located immediately upstream of the vacuum pump. A
temperature sensor will be located immediately downstream of the vacuum pump. If discharge
temperature exceeds normal operating temperature, the temperature sensor will transmit a
signal to the control panel and pump operation will cease. A high level signal from the liquid
level sensor in the condensate trap will also cause the vacuum pump to shut down. A
temperature indicator and a pressure gauge on the discharge piping will allow the operator to
maonitor the physical conditions of the air discharge stream.

Discharge Stack

Recovered soil vapors and make up air will be discharged to the atmosphere through a 15-foot
high discharge stack. The materials of construction for this stack will be six-inch schedule 40
PVC pipe. A sampling port will be located at the appropriate location of the stack for sampling
the discharge stream, if required. [Refer to Method 2A guidelines 40 CFR Part 60, Appendix
A)]. At this time, SC DHEC has waived the requirements for a BAQC Air Permit as stated in the
letter shown in Appendix A.

1.6 Design Conditions and Prescribed Treatment

The design conditions and prescribed treatments have been developed to address the technical and
regulatory issues and objectives defined by the US EPA’s Record of Decision (ROD) and Statement of
Work (SOW) developed for the Medley Farm site. The site’s characteristics have been assessed and
along with the issues and objectives set forth by the ROD and SOW, they provide the foundation for
RMT's design developed and implemented.
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The design conditions taken into account include the following items:

Efficiency of VOC removal from ground water and soil vapor to meet SC water and air
quality standards;

Horizontal and vertical control points for the remediation zones of work;
Earthwork;

Roads;

Storm drainage;

Erosion control;

Noise control;

Automatic and manual control flexibility;

Centralized systems monitoring and alarms;

Outdoor operations;

Security;

Maintenance.

Specific and detailed descriptions of the design conditions are fully described in RMT's Pre-Final/Final
Remedial Design Report issued May 28, 1993. Some of the major design conditions related specifically

with the operation and maintenance of the remediation systems are summarized as follows:

1.6.1 Ground Water Extraction Wells and Air Stripper

. Ground water extraction wells are installed to ten foot minimum depths within
competent bedrock. Eleven ground water extraction wells are scheduled for operation
(Seven for System A and four for System B).

. Ground water extraction wells are constructed of six-inch Schedule 80 PVC to facilitate
installation of jet pump assemblies.

. Feed and return lines to extraction wells are to be constructed below grade to minimize
concerns for vandalism.
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. Exposed piping, pumps, and valves will be heat traced and insulated to minimize
freezing during winter operations.

. Jet pumps will be instalied at the theoretical depth of maximum drawdown such that the
net suction head is zero.

. Jet pumps are designed to push the design flow against the maximum head from the
respective jet pump location to the recirculation/accumulation tank with a net positive
suction head of zero.

. Measurements of flow from each well will be provided by a flow transmitter and flow
recorder device for each recovery well.

. Centrifugal pumps for systems A and B are sized to pump the total flow required to
achieve desired ground water extraction rates, any additional incremental flow
recovered from each well, and a minimum circulating flow of 25 gpm.

. The recirculation/accumulation tank is sized to hold 110% of the total volume of piping
anticipated to be in service.

. The equipment and pump pad location is secured by a six-foot security fence topped
with three strands of barbed wire.

. The air stripper is capable of treating water at flow rates of up to 270 gpm for ground
l : water temperatures of 16 to 18° C. The equipment, power, controls, and

instrumentation are designed for outdoor conditions.

. VOC effluent concentrations from the air stripping unit are designed to meet Water
Quality Criteria (WQC) limitations established in the draft NPDES permit issued by SC
DHEC (Permit No. SC0046469). No air permit is required by this system as shown in
the SC DHEC letter in Appendix A (December 29, 1992 Permit Waiver).

. Maximum efficiency of the treatment system is obtained when affected ground water is
introduced to the air stripper evenly over the three aeration trays, inducing turbulent
frothing of the ground water and maximizing volatilization of the dissolved VOCs. The
system is designed to meet the draft NPDES permit limitations for the treated effluent.

. A summary of the draft NPDES permit limits are as follows:
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Summary of Limits

Pollutant Draft NPDES Permmlit LimRations
1,2-Dichloroethane . ................. 28.5 pg/l or 0.028 mg/l
1,1-Dichloroethene . ................. 39.9 ug/t or 0.039 my/l
Tetrachloroethene ... ................. 72.8 pg/l or 0.072 mg/l
BOD; ...t e e 10 mg/l monthly average

20 mg/I daily maximum
PH . e 6.0t0 85
Biological Monitoring . ................. Monitor and Report
(Whole Effluent Chronic Toxicity)
Flow . ... ... Monitor and Report

1.6.2 Solil Vapor Extraction System

. Two-inch soil vapor extraction (SVE) wells are located at eight locations in the three
areas specified by the ROD. The SVE wells are constructed of Schedule 40 PVC and
are screened through the unsaturated soil zone to no closer than 10 feet of the
seasonal high water table.

. One-inch vacuum monitoring wells (VMW) are instailed to monitor the influence radius
at various depths and locations during the SVE system operation to confirm the design
basis. The depths of these wells may be installed up to 10 feet above the seasonal
high water table.

. Vacuum lines are buried to minimize the potential for vandalism. The SVE manifold
piping is sized to accommodate up to 50 percent more SVE wells than the number
called for in the Pre-Final/Final Design Report.

. The SVE vacuum pump will deliver approximately 175 percent of the combined SVE
well yields at the design vacuum. The design vacuum will, at a minimum, be operated
at a vacuum pressure of 100 inches of water column.

. Silencers are provided on the air inlets and outlets to minimize noise.

. Monitoring systems are provided for sampling on the inlet and outlet of the vacuum
pumps.

. The equipment, power connections, instrumentation, and controls are designed for use
outdoors.

. No air permits are required for this system as set forth in the SC DHEC’s Bureau of Air
Quality Control (BAQC) permitting waiver.
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1.7 Process Instrumentation and Control Approach

1.7.1  Ground Water Remediatlon System

Recovery Wells
There are seven Recovery Wells serving System A and four serving System B.

Located at each well is an inlet and an outlet flow indicating transmitter and an inlet pressure
indicator.

Each well has a one minute rolling average flow recorded within the PLC (Programmable Logic

Controller) for the most recent 60 minutes. These recorded values are accessible via modem
by the GWS (Graphics Work Station) located at RMT Greenville.

Recirculation Tank T-1 (Refer to Drawing 938-C04)

The Recirculation Tank has level transmitter LIT-100 with its input into the PLC. Level switches
LSL-100, LSH-100 and LSHH-100 are located within the PLC.

The PLC issues alarm’s LAL-100A and LAHH-100A which are located on CP1 (Ground Water
Recovery Control Panel). '

Alarms LAL-100B and LAHH-100B are accessible via the modem by the GWS.
When low level in Tank T-1 is reached, LSL-100 will shut down Pumps P-100 and P-200.
If high-high level in Tank T-1 is reached, LSHH-100 will shut down Pumps P-100 and P-200.

When high level in Tank T-1 is reached and the Air Stripper Blower's HS-400 is in the auto
position, LSH-100 will start Pumps P-100 or P-200 if HS-100 or HS-200, respectively, is in the
auto position.

P-100 or P-200 runs anytime HS-100 or H5-200, respectively, is in the Hand position and LSL-
100 senses that there is sufficient liquid level in Tank T-1.

Motor alarm MA-100A is located on CP1 and indicates that P-100 of System A is running.

Motor alarm MA-100B is accessible via the modem by the GWS and indicates that P-100 is
running.

Motor alarm MA-200A is located on CP1 and indicates that P-200 of System B is running.

Motor alarm MA-200B is accessible via the modem by the GWS and indicates that P-200 is
running.

Pressure indicators PI-100 and PI-200 indicate the respective outlet pressure of P-100 and P-
200.
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in the auto position of HS-100, HS-200 and HS-400, if FSL-400 is not sensing air flow into the
Air Stripper within 10 minutes after B-400 is requested to start, B-400 will shutdown.

Alr Stripper AS-1

Failed closed flow valves FV-200A, FV-200B and FV-200C are energized to allow flow from
Tank T-1 into the Air Stripper when the Air Stripper Blower B-400 is running.

If HS-400 is in the auto position and high liquid level is reached in the Air Stripper, LAH-400
indicates and alarm on CP1 and shuts down B-400.

Alarm LAH-400B is accessible via the modem by the GWS and indicates high liquid level within
the Air Stripper.

Air Stripper Blower B-400 is manually started via HS-400 and motor alarm MA-400A on CP1
indicates that B-400 is running.

Motor alarm MA-400B is accessible via the modem by the GWS and indicates that B-400 is
running.

Flow switch FSL-400 senses the air flow into AS-1 and flow alarm FAL-400A on CP1 indicates
a loss of air flow.

Alarm FAL-400B is accessible via the modem by the GWS and indicates a loss of air flow.
FSL-400 confirms that B-400 is running after 10 seconds of B-400 being told to start.

LSH-400, FSL-400 and PI-400 are furnished with the Air Stripper.

Outfiow
Outflow of liquid will be measured with a Parshall Flume.
Flow indicating/totalizing transmitter FIT-500/FQ-500 sends its signals to the PLC.

Totalized flow FQI-500A is indicated on CP1 and is accessible as FQI-500B via the modem by
the GWS.

Instantaneous flow FI-500A is indicated on CP1 and is accessible as FI-500B via the modem
by the GWS.

High flow alarm FAH-500 is indicated on CP1 and is accessible as FAH-500 via the modem by
the GWS.

FSL-500 indicates low flow to the diffuser.
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Alarm FAH-500A will indicate on CP1 when there is low flow to the diffuser while B-400 is
running.

Alarm FAH-500B is accessible via the modem by the GWS.

Emergency Modem Call Back

An emergency call will automatically be placed from the site to the RMT Greenville office if the
following alarms occur;

When FAL-400A alarms.
Only one Pump of P-100 or P-200 is running.
FAL-500A alarms.

The Ground Water Remediation system is automated through the implementation of a
programmable logic circuit (PLC). The PLC is equipped to shutdown the system in the event of
a system maifunction. The PLC monitors flow in and out of the wells, level of water in the tank,
conditions of the centrifugal pumps, level in the sump tank of the air stripper, air flow from the
blower on the air stripper, and the treated water flow discharges to Jones Creek outfall, OSN
001. The PLC will shut the system down when any of these values, with the exception of the
flow in and out of the wells, deviate out of their specified operating interval limits.

1.7.2 Soll Vapor Extraction System

The soil remediation system is automated through relays provided by the vendor. The system
relays shut the system down in the event of a system malfunction. Monitored values include
the water level in the condensate trap, the differential pressure across the inline fitter,
temperature of the gases downstream from the pump and the motor function of the vacuum
pump. If any of these values deviate outside of their specified operating range limits the
system will shut down. Another control feature is the control clagk which limits operation of the
system to daylight hours to control nuisance noise.

See the design control narrative provided in the SVE design package provided by the vendor.

1.8 Organization of Operations Management

The following Figure 1-6 shows the personnel and contact numbers for operations management at the
Medley Farm Site.
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1.9 Training of Personnel
Personnel engaged in operating the treatment systems shall be certified and have a SC Class’

Wastewater Treatment System Operator's license.

The treatment system(s) vendor shall provide a qualified representative during the initial start-up for
training the operators in the various operations and maintenance activities specific to the system.
Periodic operations and maintenance training may occur after startup in the case that changes to the

treatment system are made.

The operators shall have at a minimum 40-hour health and safety training, along with the update
refresher training. See Section 14 of the RMT Health and Safety Plan.

'The classification is to be determined by SC DHEC as stated in Part 111.A.3 of the draft NPDES permit.
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Sectlon 2
OPERATION OF SYSTEMS

2.1 Ground Water Remediation System Desctription

2.1.1

System Description and Equipment
Extraction Wells for Systems A and B
Purpose - To remove ground water from the transition zone and bedrock and convey it

to a centralized treatment system.

Equipment Description - Six-inch Schedule 80 PVC extraction wells have been installed

to a minimum depth of ten feet within competent bedrock. Each well is screened from
the bottom of the borehole to five feet above the observed water table. All screens are
0.01-inch machine-slotted. All in-ground materials are threaded, flush-joint PVC. Feed
lines to the recovery wells are Schedule 80 PVC pipe and are installed underground.
Construction connections are pitless adapters. '

Piping within the pumping wells is Schedule 80 PVC and PVC industrial hose material.
The hose material is high tensile cord reinforced to a maximum pressure rating of 250
psi and has a minimum bending diameter of nine (9) inches. All exposed piping,
pumps, and valves are insulated.

The jet pump assembly for each well is a one (1)-inch brass unit located at the depth of
maximum draw-down of each well. The location of each jet pump unit is designed to
induce flow from out of the fractured bedrock.

All valves and meters within the piping system and in the wells are rated at 200 psi.
The flow into and out of each well is measured and transmitted by a flow indicating
transmitter (FIT) to the flow recording device. All transmitters are linked to the
programmable logic circuit (PLC) and flows are recorded by a flow recorder (FR)
provided at the Medley Farm Site, and linked by telephone modem to an off-site GWS.
At this time, the off-site location for the GWS is envisioned to be RMT's Greenville,
South Carolina office.
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A pressure indicator is located on the inlet vaive to each well. Ball valves are located
on the inlet and outlet sides of each well. A check valve is located beneath the jet
pump to prevent extracted ground water from flowing out of the extraction system back
into the aquifer. Additional check valves are located immediately before the ball valve
on the discharge side of each well to prevent extracted ground water from flowing back

into the well head once it exits the recovery well.

The central return header of each well system (A and B) is also equipped with a
turnaround system consisting of a ball valve followed by a check valve. The check
valve serves to prevent the back flow of water from the recirculation/accumulation tank
and the ball valve tends to force the flow of water out through each of the secondary

pipe lines. Each return header is also equipped with a relief valve.

Operational Description - A centrifugal pump (prime mover) pumps water from the
bottom of the recirculation tank through the piping system to the ground water well.
The water flows down the well and across the jet pump venturi. The affected ground
water is extracted from the aquifer by the momentum transfer and negative suction
created by the jet pump. The extracted ground water then flows out of the well into the
piping system (A or B) and into the recirculation/accumulation tank. The recirculation

+ tank serves as the suction head for the prime movers. Any accumulated water in
excess of the design capacity flows by gravity to the low-profile air stripper treatment

system.

Theory of Operation - After the water from the centrifugal pump enters the jet pump it
passes through a venturi located on the ejection port of the jet pump. The momentum
transfer that occurs within the venturi imparts a vacuum of sufficient strength to induce
flow out of the well and into the collection piping. The flow of newly extracted ground
water joins the fiow from the centrifugal pump in the outlet piping of the well. This

combined flow is pumped by the force of the centrifugal pump out of the well and back
to the recirculation/accumulation tank.
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Reclrculation/Accumulation Tank
Purpose - To accumulate water and serve as the suction head for the centrifugal
pumps and provide the source of affected ground water for the air stripper unit.

Equipment Description - The recirculation/accumulation tank is constructed of fiberglass

with an operating volume of 8000 gallons. This tank will be positively vented to the
atmosphere and have an 18-inch manway. The tank data sheet for this unit is found in
Appendix C.

Four ports exist in the tank. An inlet port from the extraction wells is located on the
upper half of the tank. An overflow exit port is located near the top of the tank to direct
affected ground water to the air stripper. The remaining two outlet ports are located
near the bottom of the tank, both of these ports allow a minimum flow to the centrifugal
pumps of System A and B.

The water level in the tank is monitored by a level indicating transmitter (LIT-100) with
three (3) output relays as level switches (LSL-100, LSH-100, LSHH-100). The output
from the transmitter operates two alarms if the tank volume reaches the preset level.
The preset level alarms occur at LSL-100 and LSHH-100 corresponding to level alarm
low (LAL) and level alarm high high (LAHH). The alarms are visually indicated at both
the control panel and the observation site. Simultaneously, these outputs (LSL and
LSHH) tie into the PLC which in turn sends a signal to shut down the centrifugal
pumps. This action triggers a sequential shut-down of the air stripper.

Operational Description - Water extracted from System A and B wells is directed
through the central header to the tank from ports located on the upper half of the tank.
The water is accumulated in the tank and either overflows out to the air stripper to be

treated or is drawn out by the centrifugal pumps to be used in further ground water
extraction.
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Centrifugal Pump

Purpose - Provide a supply of water to the corresponding system’s extraction wells
necessary to create. the momentum transfer required by each well’s jet pump assembly.
The centrifugal pump provides the force for conveyance of the extracted water out of

the well and on to the recirculationvaccumulation tank.

Equipment Description - The pump specffied for the treatment system is a Gould model
3196 MTX 2x3-10 A60 horizontal centrifugal pump rated for continuous service. The
shaft diameter is 1-3/4 in. Each pump is connected to a motor alarm (MA-100A, MA-
100B, MA-200A, MA-200B; [designated as 100 for system A and 200 for system B}])
which is activated during any disruption of normal operating conditions. Alarms from

both systems are located on the control panel and the observation site. Aiso linked to
each pump is a hand switch (HS-100), located on the control panel for manually turning
each pump on or off. Prior to each system’s (A and B) centrifugal pump is a check
valve followed by a ball valve. Following each pump is a pressure indicator (Pl),
sampling port and a ball valve.

Operational Description - Each pump draws water from the recirculation/accumulation

tank. The pump provides the force needed for the jet pumps to function and the force
necessary to convey extracted water to the recirculation/accumulation tank.

Conveyance From Tank to the Air Stripper
Purpose - To provide a flow of affected ground water from the recirculation/

accumulation tank to the low-profile air stripper.

Equipment Description - The piping is Schedule 80 four (4) inch PVC. A control valve

is located immediately prior to the air stripper, this valve is spring loaded to close and
hatt water flow from the tank in the event of a total power failure.

Operational Description - The pipe provides a gravitational flow of affected ground
water from the recirculation/accumulation tank to the low-profile air stripper.

1\WP\9\938130MM MFS/COF93 2.4 WORKING COPY



RMT OPERATIONS AND MAINTENANCE MANUAL JUNE 1993
MEDLEY FARM SITE SECTION 2
Alr Stripper

Purpose - To aerate the ground water to promote the volatilization of volatile organic
compounds (VOCs) and the subsequent removal.

Equipment Description - The air stripper is a Shallow Tray 31231 three tray air stripper.
The air stripper is an 8'3" high rectangular tower with an overall width of 5'10" and an
overall length of 12'6". This system can accommaodate flows in the range of 1 to 270

gpm. The tower is constructed of 304L stainless steel.

Other equipment accompanying the air stripper include a centrifugal blower, effluent
holding tank, three separate trays, an inlet screen and damper, steel demister, air
pressure gauge, sight tube, and Schedule 80 PVC piping. The blower is a 10 Hp
blower capable of delivering up to 1800 c¢fm of atmospheric air to the tower. The
effluent holding tank has a capacity of 270 galions.

The centrifugal blower is located outside on the lower half of the stripper. The
atmospheric air flow is controlled by an inlet plate on the side of the pump. This plate
should never be operated more than half way open.

The level in the effluent holding tank is monitored by a level switch (LSH-100) which is
connected by a data link to the PLC. When the effluent level in the tank rises to the
preset high mark, alarms (LAH-400A&B) will activate. Alarms are located on the main
control panel and at the remote observation site (GWS).

The air flow from the blower is also monitored to detect low flow. If such a situation
occurs the flow switch low (FSL-500) is activated. This is then fed to the PLC, which in
turn, activates alarms FAL-500 at the main control panel and the remote observation
site (GWS). The system shuts down automatically upon a deviation from normal

operating conditions.

Operational Description - The recirculation/accumulation tank receives affected ground

water. When the tank fills to the preset outlet level, the atfected ground water
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overflows from the tank to the air stripper by gravitational flow. The affected ground
water then f'lows across the upper distribution tray of the air stripper, where it is
uniformly distributed over a pattern of 3/16-inch diameter holes through which a
continuous stream of air is passed. The extracted ground water then drains by gravity
through two additional trays to a sump located at the bottom of the air stripper. As the
extracted ground water passes downward through these trays, an air stream is
continuously forced upward through the ground water by the air blower.

Upon exiting the third and final tray, the treated ground water enters an effluent holding
tank. The level of the water in the holding tank is maintained by an inverted "U" trap,
which prevents air from exiting the air stripper with the treated water.

After passing through the tower, the exiting gas stream flows through a demister to
remove any entrained moisture present in the gas. The gas exits the air stripper at the
top through a 6" PVC stack. The 6" PVC stack will exhaust directly to the atmosphere
through the roof the of treatment system shelter.

Theory of Operation - Air stripping is a physical process in which VOCs are forced into
equilibrium between water and air phases. The three tray, low-profile air stripping
system uses forced air in combination with the chemical properties of the VOCs to
efficiently remove the VOCs from the ground water. The ability of a VOC to be air
stripped is measured by its tendencies to volatilize from water. The baffles within the
tower enhance the air stripping process by providing a surface for highly effective air -
water contact.

This counter-current flow of extracted ground water and air induces mass transfer of
VOCs from the ground water and into the air stream. The VOCs are stripped from the
water phase and introduced to the air phase. Treated ground water will flow by gravity
from the low-profile air stripper through a flow-measuring flume and on into the
discharge diffuser at the NPDES outtall to Jones Creek (OSN 001). The flow is
continuously monitored and recorded by the fiow recording device (FQI-500).
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Conveyance From Alr Stripper to Diffuser
Purpose - To convey water from the effluent tank in the air stripper to the diffuser.

Equipment Description - The piping initiates with six (6) inch Schedule 80 PVC. The
middle section of the pipe is a six (6) inch flexible corrugated high density polyethylene
pipe. Prior to entering the diffuser the pipe is six (6) inch Schedule 80 PVC pipe.

Along the pipe is a flow indicating transmitter (FIT-500) which is linked to the PLC. The
PLC and FIT-500 operate a flow quantity indicator (FQI-500A&B), a flow quantity
recorder (FQI-500) within the PLC, and a high flow alarm (FAH-500A&B) at the main
control panel and at the remote observation site. A relief valve is located prior to the
sampling port. A ball valve is located immediately before the drain.

Operational Description - The piping serves to provide a gravitational flow from the
effluent tank on the air stripper to the diffuser located at the NPDES permitted outfall in

Jones Creek.

Diffuser
Purpose - To disperse the water evenly into Jones Creek to prevent erosion and
minimize point source effects from the treated effluent to the native fauna and flora of

the creek.

Equipment Description - The diffuser is a 10-foot Schedule 80 four-inch PVC pipe. The
pipe is perforated with 10 one-half (1/2)-inch diameter holes evenly distributed along

the length of the pipe. Both sides of the pipe are seated in concrete and the diffuser
vessel (pipe) itself is on a rip rap base to prevent shifting.

Operational Description - Treated ground water enters the diffuser and exits to the

creek from the one-half (1/2)-inch diameter holes across its length.

2.1.2 System Start-Up for Low Profile Air Stripper and Ground Water Well Systems
1. The level of the tank must be at the invert of the discharge pipe.
HWP\9\938130MM MFS/CDF93 2.7 WORKING COPY
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2. Using HS-500 on the control panel turn the blower (blower B500) on.

a.

1\WP\9\938130MM.MFS/CDF93

Each time startup is performed check and make sure the blower is turning in the
direction indicated on the blower casing.

Upon initial startup, follow the sequence of steps below:

1)

2)

3)

(4)
(5)

(6)

7

(8)
(9)

(10)

(1)

Turn off electrical components and close drain and sample valves. Check
that all electrical components associated with the unit are turned off, and all
drain and sample valves are closed. (Note: Be sure that the sight tube valve
is open).

On initial start-up, the sump tank must be filled with clean water to a height of
one foot. Make sure the valve to the sight tube is open. The sump tank can
be filled via clean-out ports, located on the left side of the unit, or through the
inlet piping.

Fill the inlet chambers with clean water. To fill the inlet chambers (this is not
necessary for a one-tray system), start the air blower and the water flow to
the unit. Let both run for about two minutes, then shut them off. When the
wheel to the blower stops spinning, restart both the blower and the water
flow. This procedure allows the water to drip into the seal pots. |f the seal
pots won't fill by this method, they can be filled manually. First try spraying a
stream of water through the clean-out ports, on the left side of the unit. The
stream of water must be sprayed straight across the system and hit the
opposite side. The splashing action should fill the seal pots. If the preceding
methods don't work, remove the trays, fill the sea! pots, and re-assemble.
New units provide inlet chamber filling ports.

Turn 'ON’ the master power disconnect switch on the power disconnect
panel.

Check the blower rotation. Check the blower rotation by momentarily
switching on the blower switch and observing whether the blades turn in the
direction of the arrow on the blower casing.

If blower rotation is correct, fully open the air inlet damper and turn the
blower switch to 'ON." Otherwise check wiring per manufacturer's
instructions and correct if necessary. This step should be performed by a
qualified electrician.

Start the clean water flow to the unit. Let the clean water and blower run for
two minutes then shut both off. Once the blower wheel stops rotating, restart
both the blower and the feed water flow. This procedure should fill the inlet
chambers as described below.

Fill the inlet chambers with clean water.

Connect contaminated feed water line. Replace clean water feed line with
contaminated feed line.

Check the air pressure readings. After the unit has been operating five to ten
minutes, the air pressure readings should be approximately 11 inches
(pressure readings may vary slightly) of water column.

The system is now ready for operation. It is not necessary to perform initial
start-up procedures each time the system is shut down. The system will
already be primed from the last run.

2.8 WORKING COPY
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3. Start up each Systems A and B separately.

4, Manually close the ball valves in each well's valve vault (System A has seven wells and
System B has four wells).

5. Manually open the ball valve between the tank and the centrifugal pump.

6. Manually open the ball valve immediately following the centrifugal pump.

7. Open the ball valve on the retumn pipe at the pump pad.

8. Using the hand switch on the control pane! (HS-100 for system A and HS-200 for
system B turn the centrifugal pump on. Follow the steps below for turning the pump
on.

a. Lock out power to motor.

b. Make sure coupling hubs are securely fastened to shafts.

¢. Check impslier clearance (factory set at .015 in.); this could change based upon
the piping attachment.

d. Unlock motor power.

e. Jog motor long enough to determine direction of rotation. It must correspond to the
direction indicated by the arrow on the bearing housing. .

f. Lock out power to motor.

g. Make sure suction valve and any recirculation or cooling lines are open.

h. Fully close or partially open discharge valve as indicated by system conditions.

i.  Unlock motor power.

j.-  Start driver.

9. Check flow meters on each well.

10. Proceed to manually open the ball valves within each wells valve vault.

11. Close the valve at the turnaround valve pit.

12. Check the pressure gauges for each well.

a. The pressure of the jet pump should be 180 psi.
b. The pressure gauge in the vault should indicate less than 180 psi.

13. Check the water level in each well with a probe.

14. Modulate the valve at the turnaround valve pit to adjust flow rates for the overall
system.

15. Adjust ball valve on the return fine for each individual well to maintain the specified
water level in that well.

16. Repeat steps four (4) through fourteen (14) for the second system (A or B).
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MEDLEY FARM SITE

GROUND WATER SYSTEM START-UP

1 The level of the tank must be at the invert of the discharge pipe.

2 Using HS-500 on the control panel turn the blower (blower B500) on.
a. Check blower rotation.

b. For initial system startup, refer to page 2-8 of O&M manual.

3 Start up each System A and B separately.

4 Manually close the ball valves in each well's valve vault (System A has seven

- wells and System B has four wells).

5 Manually open the ball valve between the tank and the centrifugal pump.

6 Manually open the bali valve immediately following the centrifugal pump.

7 Open the ball valve on the return pipe at the pump pad.

8 Using the hand switch on the control panel (HS-100 for system A and HS-200
for system B turn the centrifugal pump on. Follow the steps below for turning
the pump on.

9 Check flow meters on each well.

10 | Proceed to manually open the ball valves within each well’s vaive vault.

1 Close the valve at the turnaround valve pit.

12 | Check the pressure gauges for each well.

a. The pressure of the jet pump should be 180 psi.
b. The pressure gauge in the vault should indicate less than 180 psi.

13 Check the water level in each well with a probe.

14 | Modulate the valve at the turnaround valve pit to adjust flow rates for the overall
system.

15 | Adjust ball valve on the return fine for each individual well to maintain the
specified water level in that well.
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2.1.3 Nomal Operation

The ground water remediation system is virtually self automated once the system is running.
However, it is necessary to run daily and periodic checks on the jet pump extraction and
treatment system to monitor integrity of the systems. Operation of the systems can be
monitored from off-site by a computer and modem hook-up at RMT’s Greenville office.

Pump operating motor alarm lights at the main control panel indicate that Pump A or B is

running.

A series of tables located in Section 5.4 provide a list of necessary daily and weekly monitoring.
Monitoring includes flow, pressure at pressure gauges, and physical conditions of the piping
and equipment to maintain the flawless working condition of the system.

2.1.4 Nommal Shutdown

Normal shutdown of the ground water remediation system is performed by the following

sequence of steps.

1) Turn off both centrifugal pumps with the hand switches on the control panel. HS-100
operates system A and HS-200 operates system B for the centrifugal pumps.

2) Check the pressure indicators for each well. When all wells have no pressure proceed
to step #3.

3) Check the flow quantity indicator for the outlet piping from the air stripper located on

the contro! panel as FQI-500A. When this indicates zero (0) flow, turn the blower to the
air stripper off. The blower may be turned off by HS-500 at the control panel.

2.1.5 Emergency Shutdown

Emergency shutdown can occur under several different conditions. When the level alarm high
high (LAHH) in the recirculation/accumulation tank is activated both centrifugal pumps are
automatically shutdown and the control valve between the air stripper and the accumulation/
recirculation tank is closed. The blower to the air stripper is shutdown after a delay period, in
order to clear out any water already in the air stripper.

In the case of a low level in the tank, only foreseeable through vandalism or a leak in the tank,
the level alarm low (LAL) would be activated. Both the centrifugal pump and the blower for the
air stripper would be sequentially shutdown automatically. A malfunction of the blower includes

1\WP\9\938130MM MFS/CDFS3 2-11 WORKING COPY
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any incidence that prohibits the necessary volumetric flow of atmospheric air to the air stripper
trays. Situations that may cause this would be a power outage, a short in the system, or the
sliding door that controls the atmospheric air flow to the blower has been closed too far. If this
occurs, both centrifugal pumps are automatically shutdown and the control valve to the air
stripper is closed, preventing the flow of additional water.

2.1.6 Troubleshooting and Alternate Operation

The system is capable of shutdown and ceasing of discharge to the outfall at Jones Creek in
the event of a system malfunction. The risk associated with inadvertent discharge of untreated
ground water with this situation is minimal. The system will automatically shut down in the
event of any of the potential problems listed below.

. The level in the recirculation/accumulation tank reaches either the high high or low
level,

. A motor malfunction to either centrifugal pump,

. A high level in the sump tank of the air stripper,

. Flow out of the blower to the stripper is low,

. A motor failure at the blower,

. High flow level out of the air stripper, or

. Power failure.

Each of these situations causes a control valve to shut down flow from the tank and cease
discharge to Jones Creek. For troubleshooting tips associated with the pump see Appendix K
(Table 7, Troubleshooting Pump). For other troubleshooting tips see the table below.

IWP\6\538130MM. MFS/CDFg3 2.12 WORKING COPY
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TROUBLESHOOTING & ALTERNATE O & M - GW

Low Level in tank

Leak in the tank

Contact Project Manager
[(803) 281-0030]

High High level in tank

System clogging down stream

1) Check the control valve; if it is
not open check air stripper,

2) If stripper OK then open
control valve

3) Check air stripper for clogging
& clean if necessary.

Inadequate pumping

Refer to table #7 for pump

Refer to Table #7 for pump or
phone vendor at (404) 446-3369

Flow in or out of well is
out of spec.

Ball valves on inlet or outlet
area not comrectly set.

Adijust the ball valves to obtain
correct readings.

Pressure is out of
specification on inlet
piping of a well

Ball valves on inlet or outlet
area not open or closed
appropriately.

Adjust the ball valves to obtain
correct readings.

Pressure after the
centrifugal pump is too
high or low

Ball valve on inlet to the pump
is not correctly set

Adjust the ball valves to obtain
correct readings.

High level in air
stripper sump tank

Outlet valve is closed

Open outlet valve.

Problem with the air
stripper

Refer to air stripper material in
Appendix G

Refer to air stripper material in
Appendix G.

System won't start

Power failure

Check main power feed panel
and/or power fee.

2.2

Soil Remed!ation System Description

2.2.1 System Description and Equipment

Vapor Extraction Welis

Purpose. To extract volatile and semivolatile organic compounds from vadose zone soils (soils

located above the saturated water table).

H\WP\9\938130MM.MFS/CDF83

2-13

WORKING COPY




_/' -

- T - . e

RMT OPERATIONS AND MAINTENANCE MANUAL JUNE 1993

MEDLEY FARM SITE SECTION 2

Description. The two-inch Schedule 40 PVC extraction wells will be screened approximately
ten feet above the mean high water elevation o the surface. Each well will be 30 feet in length
and will have 0.020-inch continuous slotting. Prior to the vapor from each well entering the
pump, the vapor passes through a ball valve and condensate trap, after the central header.
The vacuum piping will be embedded in a shallow trench. In areas of known vehicular traffic
the vacuum piping will be encased in steel piping.

Condensate Trap
Purpose. Remove entrained water vapor from the air stream before it passes through the
vacuum pump.

Description. The condensate trap is a 50%z-inch long, 16-inch diameter cylinder Model VI-5 with
a universal separator silencer. Water vapor removal efficiency is rated at 95 percent at a
maximum capacity of 40 GPM. The condensate trap is equipped with two sight gauge holes,
one near the bottom of the cylinder and the second near the half-way point. At the top of the
cylinder is a one-half-inch water pump vent to allow for the venting when removing accumulated
water from the water outlet at the base of the cylinder.

Operational Description. Upon passing through the central header, vapors enter the

condensate trap. Vapors pass through the length of the condensate trap where entrained water
vapor is removed continuously. The vapor enters on the upper half along the side of the trap
and is discharged at the top. The inlet and outlet openings are five-inch diameter connections.
The level of the water within the glass is monitored. In the event that the level rises to the
preset maximum high, a level switch high (LSH 1100) shuts the vacuum pump off. The water
in the stripper may be removed manually, by opening the ball valve and draining the water. All
condensate water removed from the system will be discharged to the accumulatiorn/recirculation
tank of the ground water treatment system.

Particulate Fllter
Purpose. To remove fine particulate matter from the air stream prior to entering the pump.
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Description. The particulate filter is an Inline Model F65-5 capable of handling volumes of air
up to 750 cfm. The filter removes particles of 10 um and larger with a 98 percent rated
efficiency. The housing of the filter is designed to withstand 15 psig. The pressure drop of the
system at rated fiow is approximately two (2) inches of water (0.15 inches Hg).

Operational Description. The extracted vapor flows through the condensate trap, then enters a

Schedule 40 PVC pipe, and passes to the fine particulate filter. The pressure drop of the air
across the filter is monitored by a differential pressure gauge. If the pressure drop exceeds the
preset maximum, then the differential pressure switch high (DPSH 1200) is activated. The
activation of this switch shuts down the system’s vacuum pump. Upon exiting the fitter, both
pressure and flow are measured by a pressure indicator (PI-1201) and a flow indicator (Fi-120).

Alr Intake
Purpose. To provide make-up air to the system when necessary to start the vacuum pump.
The air intake will also be used to control the air flow on the intake and thereby regulate the

vacuum pressure applied to each well.

Description. The air intake is equipped with a pleated skirt intake filter. Air flow through the
system is controiled by a globe valve and has a maximum flow rating of 750 cfm.

Operational Description. The air intake brings air from the atmosphere, passes it through a

fiter and a globe valve, and flows into the central piping for the SVE system.
A flow meter and pressure gage serve as an indicator for regulating the make-up air provided
by the air intake. The globe valve serves to regulate the air flow and pressure. By

manipulating the globe valve the pressure exerted on the extraction wells is controlled.

Inlet/Discharge Silencer

N
Purpose. To reduce the noise levels created by the vacuum pumps.
1\WP\9\938130MM MFS/CDF93 2-15 WORKING COPY



-y Nl wm I A W aE W mm

N EE Ey én o

RMT OPERATIONS AND MAINTENANCE MANUAL JUNE 1993

MEDLEY FARM SITE SECTION 2

Description. The Universal SD4 Model 6 is constructed of carbon steel. The 64-inch long, 14-
inch diameter silencer is encased in a welded structure to prevent manipulation with the internal

components.

Operational Description. The extracted air flow enters from the lower side of the cylinder and
exist from the top. The attenuation curve is found in the spscification data sheet for the

silencers. The inlet silencer is directly upstream from the vacuum pump. The discharge
silencer is directly downstream from the vacuum pump.

Vacuum Rellef Valve
Purpose. To provide an air inflow to the vacuum pump preventing the collapse of piping

between vacuum pumps and the air intake.

Description. The vacuum relief valve is a Kunkle model 215V size 3 spring type valve with cast

iron and bronze trim.

Operational Description. In the incidence the system was plugged to the extent the vacuum

was not receiving sufficient air, the spring valve would open allowing atmospheric air to flow
directly into the system.

Vacuum Pump
Purpose. To provide the suction required to extract vapors laden with hydrocarbons entrained

in the soils from the extraction wells.

Description. A Roots Model 59 rotary eight lobe positive displacement pump serves as the
vacuum pump for the SVE system. The pump is capable of producing 500 SCFM under no
load and capable of operating up to a vacuum of 190 inches of water (14 inches Hg). The
inner components and housing dimension and description may be found in Appendix E in the
equipment cut sheet.

HWP\9\338130MM MFS/CDFS3 2.16 WORKING COPY
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2,22 System Start-Up
To activate the soil vapor extraction system, follow these steps.

1) For initial start up, check to make sure the rust inhibitor has been removed trom the
vacuum pump.

2) Open the globe valve on the air intake.
3) Start the vacuum pump by the hand switch (HS-1300) on the control panel.
4) Open the ball valve to each well that is intended for use.

5) Modulate the opening of the globe vaive on the air intake to achieve the proper
pressures for the system (found in Appendix L), System Air Pressures for Operation.

NOTE: The pump may only be turned on if the contro! clock (KS-1300) located on the
control panel is set on. It is anticipated that this system would only be operated during
daylight hours.

2.2.3 Nommal Operation

The SVE remediation system is virtually self automated. However, it is necessary to run daily
and periodic checks on the system. Remote monitoring of the system’s operation may be
performed using a computer and modem hook-up located at RMT'’s Greenville office.

A series of tables in Section 5.4 provide a list of necessary daily checks for the SVE system.
The checks include temperature and pressure readings at the gauges, conditions of the piping
and equipment, and integrity of the vacuum wells and site security.

2.2.4 Normal Shutdown
Normal shutdown of the SVE system is performed by the following steps.

1) Turn the hand switch (HS-1300) located on the control panel for the vacuum pump to
the off position.

2) Close the globe valve on the air intake.

2.2.5 Emergency Shutdown
Emergency shutdown can occur in several instances under various conditions. The vacuum
pump is the only piece of equipment tumed off during an emergency shut down.

1\WP\9\038130MM MFS/CDFg3 2-18 WORKING COPY
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SVE SYSTEM START-UP

1 For initial start up, check to make sure the rust inhibitor has been removed from
the vacuum pump.

Open the globe valve on the air intake.

Start the vacuum pump by the hand switch (HS-1300) on the control panel.

Open the ball valve to each well that is intended for use.

N |dh jwirn

Modulate the opening of the globe valve on the air intake to achieve the proper
pressures for the system (found in Appendix L), System Air Pressures for
Operation.

NOTE: The pump may only be tumed on if the control clock (KS-1300) located on the control panel is set on. It is anticipated
that this system would only be operated during daylight hours.
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The pump is automatically shut down in the event of one of the following situations:

The level of the water in the condensate trap exceeds the preset height and actuates
level switch high (LSH-1300),

The pressure drop across the air fitter exceeds the preset maximum allowable drop.
The differential pressure switch high is actuated when this maximum drop occurs,

A motor failure of the centrifugal pump, and

The temperature of the vapor downstream of the pump exceeds the preset maximum,
which actuates the temperature switch high (TSH-1300) to shut down the pump.

2.2.6 Troubleshooting and Alternate Operation
The automation of the system is designed to handle any problem that may arise. A list of

events that could potentially cause a system shutdown are listed below.

High water level in the condensate trap,

High differential pressure across the inline filter,

High temperature of extracted vapor downstream from the vacuum pump,
Motor failure to the vacuum pump, or

Power failure.

Each of these situations alone will cause a system shutdown. The risk associated with any or

all of the mechanical or electrical failure is minimal, due to the nature of the system.
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Level High in condensate trap

Too much water within trap

Open ball valve and remove water

High differential pressure
across in-line fitter

Damaged or clogged filter
screen

Locate faulty screen and replace

Low pressure to extraction
wells

Globe valve to air intake
open too much

Close globe valve on air intake to
obtain correct pressure on system.

High pressure to extraction
wells

Globe valve to air intake
closed too much

Open globe valve on air intake to
obtain correct pressure on system.

Motor failure to vacuum pump

Defect or malfunction in
motor

Contact RMT's Project Manager at
(803) 281-0030 OR Brown &
Morrison at (704) 554-8570

High temperature down
stream from vacuum pump

Vacuum malfunction

Contact RMT's Project Manager at
(803) 281-0030

System Shutdown

High water level in
condensate trap

Open ball valve: remove the water

High differential pressure
across in-line filter

Locate & replace damaged or
clogged filter.

High temperature
downstream from pump

Check for obstructions by listening;
contact RMT's Project Manager at
(803) 281-0030.

Motor failure for pump

Contact RMT's Project Manager at
(803) 281-0030

23 Miscellaneous System Descriptions

Modem Communication System (System Alarms)

The system features three critical alarms, which occur at the time of an automated system

shutdown. The first of these alarms occurs when the fiow alarm low (FAL-500) is activated

during low air flow from the blower. FAL-500A on the control panel will activate as well as FAL-

5008 for the PLC.

The other two critical alarms occur with a failure one of the centrifugal pumps. Motor alarms for

Systems A and B occur in the event of a pump failure. MA-100A and B occur for System A
and MA-200A and B occur for System B.

1\WP\9\938130MM.MFS/CDF93
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All three critical alarm B's (FAL-5008, MA-100B, MA-200B) are operational within the PLC.
Any of these alarms will activate a modem which will phone a preselected number at the GWS
until it receives an answer. The equivalent alarm trips on site (FAL-500A, MA-100A, MA-200A).

Manhole System
Three system manholes are located at the site. Each manhole is numbered (1-3) for easy

identification. The entry to each manhole will be locked to prevent unauthorized entry. The
location and description of the system manholes are summarized below:

Manhole # Location

1

The manholes are located between the air stripper and the creek. Starting with #1 at the flow

At flow recorder after the air

stripper

At the change in grade of

Description

Fiberglass manhole for

metering flow out of system

discharge pipe

At the energy dissipator

(diffuser)

recorder and proceeding to #3 at the creek discharge

Alarms Schedule

Alarm Code

LAL-100A
LAL-100B
LAHH-100A
LAHH-100B
MA-100A
MA-100B
MA-200A
MA-200B
LAH-400A
LAH-400B
FAL-500A
FAL-500B
MA-500A
MA-5008
FAH-500

1\WP\9\938130MM.MFS/CDF83

Description

Low level alarm for tank

Low level alarm for tank

High high level alarm for tank

High high level alarm for tank

Motor alarm for system A

Motor alarm for system A

Motor alarm for system B

Motor alarm for system B

High level alarm for air stripper tank
High level alarm for air stripper tank
Low air flow alarm for blower on stripper
Low air flow alarm for blower on stripper
Motor alarm for blower motor

Motor alarm for blower motor

Flow alarm high for outlet pipe from stripper

2-22

Standard manhole

Standard manhole for sampling

Location

Control panel
Observation site
Control panel
Observation site
Control panel
Observation site
Control panel
Observation site
Control panel
Observation site
Control panel
Observation site
Control panel
Observation site
Control panel
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3.1

Section 3
MAINTENANCE OF SYSTEMS

Ground Water Remediation System Maintenance Tasks

Mechanical Equipment

The centrifugal pumps for systems A & B are subject to the following maintenance records.

Initial Starnt-up

1. Add oil to bearings up to the center of the sight glass.
2. Pack the stuffing box.

3. Check impeller clearances and reset if necessary.

First 200 hours
1. Change oil.

3 Month or 3000 hours

1. Check foundation and hold down bolts for tightness

2 If pump has been left idle, check packing. Replace if necessary.
3. Change oil.

4 Regrease bearings.

Annually

1. Check pump capacity, pressure, and power feed. If pump performances have
changed dramatically, pump should be disassembled, inspected, and worn
parts should be replaced, otherwise a system inspection should then be
pertormed.

For in-depth description of each process refer to the handbook in Appendix F and see the
following Pump Maintenance Table for record keeping.
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PUMP MAINTENANCE TABLE

Add oil to bearings
Pack the stuffing box

Check impeller clearances
Change oil
Q
Change oil
Check packing it pump has been idle

| Regrease bearings

Check foundation & hold down bolts for tightness
Q $000 HOURS

Change oil

Check packing if pump hs been idle

Regrease bearings
Check foundation & hold down bolts for tightness

Change oil
Check packing if pump hs been idle

Regrease bearings

Change oil
Check packing if pump has been idle

Regrease bearings
Check foundation & hold down bolts for tightness

Check pump capacity, pressure & power against
specifications

Repeat this schedule for every [3 month or 3000 hrs]
NOTE: Initial each task following its completion.
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Alr Stripper
The air stripper is subject to fouling from high dissolved minerals concentrations. This fouling

can potentially clog aeration levels and the demister pad. To remove these mineral deposits,
spray both sides of all three trays with a pressure washer. Starting from the lower most tray,
clean from bottom to top; repeat on tray two and then tray one. Remove the sedimentation and
water with a wet dry vacuum. These procedures are expanded upon in the maintenance
section of the air stripper handbook found in Appendix G.

3.1.2 Instrumentation and Controls
Annual calibration of transmitters.

3.2 Soll Vapor Extraction System

|
i
|
i
' 3.2.1 Mechanical Equipment
Condensate Trap - Check the water level in the trap by the sight glass daily. When the water
' is at the high level glass, open the vent and remove water into a bucket. Manually carry this
_ water to the recirculation/accumulation tank for treatment in the ground water remediation
l system. Pour the water into the 18" manway provided for access to the recirculation/
|
|
i
|

accumulation tank. (You will need to use the ladder provided).

In-line Fiiter - The interior filter will have to be replaced at an interval to be established once
startup has begun, based on operating conditions.

Vacuum Pump - The vacuum pump for the SVE system is subject to the following
maintenance record.

Initial Startup

1) Add oil to reservoir to the full mark.

Every 1000 Hours

1) Change oil.

3.2.2 Instrumentation and Controls
Annual calibration of transmitters.

33 Schedule of Actlvities
[This section is being developed based on vendor data].
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Sectlon 4
HEALTH AND SAFETY

4.1 Health and Safety Plan

RMT developed a Health and Safety Plan for the Medley Farm Site that was submitted to the US EPA
and SC DHEC in March 1992. Specific changes were recommended by US EPA and incorporated in
April 1992, By reference, this Operations and Maintenance manual incorporates the RMT Health and
Safety Plan in its entirety. A copy of the Health and Safety Plan is readily accessible on site and is

located at the ground water treatment facility.

The following sections summarize the most important standard operating safety procedures and
controls, the emergency safety procedures and equipment, training requirements, medical surveillance,

and recordkeeping.

4.2 Standard Operating Safety Procedures and Controls
Some of the major standard operating safety procedures and controls are listed below. The reader
should refer to Sections 6 through 11 of the latest revision of RMT's Health and Safety Plan.

Environmental Monitoring

. For surface/intrusive work associated with various wells, borings, and other activities
such as earthwork and grading, trenching, and underground pipe laying, organic vapor
readings will be made using either a Foxboro OVA (Model 128), an HNu
Photoionization Analyzer (Model PF101), or a Photovac Microtip.

. A periodic (weekly, monthly) monitoring of equipment seals, fitting, and well heads
should be made to determine if system leaks are occurring. The monitoring should be
performed visually and with either a Foxboro OVA (Model 128), an HNu Photoionization
Analyzer (Model PF101), or a Photovac Microtip.

Persona! Protective Equipment

. Personal protective equipment (PPE) to be worn on site during operation include hard
hat, safety glasses, work boots, and work gloves.

. During sampling activities of soils or ground and surface waters, additional PPE may
include neoprene, nitrile or heavy duty PVC boots, Tyvek suits, nitrile or neoprene
gloves, and as necessary (if monitoring indicates a need) a full face respirator with
organic vapor cartridges and hearing protection.
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Respiratory protection requirements during normal operations should not be required.

Site security shall be maintained to prevent potential vandalism and accidents by
others. The equipment that is not in operation shall be locked out to help prevent
operation by unfamiliar operators or others. The fencing and gates should be visually
inspected for damage or vandalism that may affect the integrity of the remediation
system.

Personal Precautions

Be familiar with standard operating safety procedures and adhere to all instructions and
requirements in the site Health and Safety Plan.

Eating, drinking, chewing gum or tobacco, smoking, or any practice that increases the
probability of hand-to-mouth transfer and ingestion of material is prohibited in any
contaminated or potentially contaminated area.

Contact lenses shall not be worn in any contaminated area or in any area where safety
glasses or respiratory protection are required.

Hands and face must be thoroughly washed upon leaving the work area. ‘Whenever
decontamination procedures for outer garments are in effect, the entire body should be
thoroughly washed as soon as possible after the protective garment is removed.

No facial hair which interferes with a satisfactory respirator fit of the mask-to-face-seal
is allowed on personnel required to wear respirators.

Avoid contact with contaminated or suspected contaminated surfaces. Whenever
possible, avoid wading through puddles, pools, mud, etc. Avoid kneeling or sitting on
the ground, equipment or drums.

Personal articles shall be prohibited in any contaminated area.

Medicine and alcohol can exacerbate the effects from exposure to toxic chemicals.
Alcoholic beverage intake should be minimized or avoided on off work hours during
field operations. Prescribed drugs should not be taken by personnel on site operations
where the potential for absorption, inhalation, or ingestion of toxic substances exists
unless specifically approved by a qualified physician. Do not work when ill.

Identify potential health and satety hazards and contact the appropriate person to
initiate corrective action.

Operational Requirements

Personnel going on-site shall be adequately trained and thoroughly briefed on
anticipated hazards, equipment to be worn, safety practices to be followed, emergency
procedures, and communications. For site workers who are reasonably expected to
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encounter exposure hazards, this training entails 40 hour heatth and safety training

along with up-to-date refresher training. This training is not required for workers not
expected to encounter potential exposure hazards, such as electricians who will not
perform subsurface work.

. Respiratory protective devices and/or protective clothing appropriate to the designated
levels of protection shall be worn by all personnel going into areas designated for
wearing protective equipment. A protection level of D is expected around the pump
pads during normal operation. More stringent levels of protection may be required if
conditions so warrant (i.e. high VOC air concentrations).

. During continual operations, on-site workers shall act as safety backup to each other.
Off-site personnel shall provide emergency assistance.

. Personnel should practice unfamiliar operations prior to doing the actual procedure.

. Entrance and exit locations shall be designated and emergency escape routes

delineated. The following warning signals shall be used when necessary:

Hand grippingthroat ................... Can't breathe
Grip partner’'s wrist or
both hands atwaist . ............. Leave area immediately
Handsontopofhead .................. Need assistance
Thumbsup .................... Ok, | am all right, | understand
Thumbsdown .................. No, negative

. Communications shall be maintained between field team members at all times. A

permanent telephone will be located at the ground water treatment facility to facilitate
emergency response communications.

. Decontamination procedures for leaving a contaminated area shall be followed. Hands
and face shall be washed prior to work breaks and eating. Work areas and

decontamination procedures have been established based on expected site conditioned
(see Section 11 of RMT's Health and Safety Plan).

4.3 System Fallure Activities
Preventing accidents is the responsibility of each individual on site. Unsafe or dangerous working

conditions shall be reported immediately to the site Health and Safety Representative and the Project
Manager. The project Health and Safety Representative and Project Manager will be responsible for
seeing that the Health and Safety Program is properly implemented.

All Contractors and Subcontractors shall be responsible for instructing their workers in safe work
practices and emergency procedures. This is an important duty and responsibility for each of the
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contractor(s) and subcontractor(s). RMT's Health and Safety Plan will be made available to all
contractor(s) and subcontractor(s) for their review and information. Each contractor and subcontractor

is responsible for developing and implementing their own site Health and Safety Plan.

The system operator(s) shall be familiar with the RMT Health and Safety Plan and its contents. Section
4 of the RMT Health and Safety Plan describes the hazard assessment of the chemical constituents
that could potentially be encountered. Section 13 of the Health and Safety Plan describes Emergency
Procedures and lists phone numbers.

4.3.1 Medical Emergencies

For physical injuries, first aid treatment shall be given at the site, depending upon the
seriousness of the injury. The victim should undergo decontamination, if necessary, unless
such procedures interfere with necessary treatment. In life-threatening situations care shall be
instituted immediately. Always remove respirators. Protective clothing shall be removed or cut
away if this will not cause delays, interfere with treatment, or aggravate the problém. If
contaminated protective clothing cannot be removed, wrap the victim in clean materials to help

prevent contamination of medical personnel and ambulances.

For chemical exposure emergencies, decontamination procedures shall be followed unless

severe medical problems requiring life sustaining measures are evident. Chemical exposures
are unlikely during normal system operations, and are more associated with intrusive
investigations at this site.

Emergency equipment available on-site shall include;

. First Aid Kits, (16 unit as specified in National Safety Council Data Sheet No. 202 or
equivaient),

. Portable Eyewash (15 minute duration)

. Full Face Respirators - HEPA/Organic Vapor Combination Cartridges (GMA-H or
GMC-H),

. Portable telephone,

. Fire Extinguisher.
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In the event of injury, the emergency shall be handled according to the procedures described in
the Emergency Procedures (Section 13 of the Health and Safety Manual). The first aid kits
shall be maintained at the control access point to the operation and in support vehicles.

If the victim cannot be safely moved from the contamination area, first aid necessary to stabilize
the victim for safe transpon shall be administered at the accident location. Appropriate
decontamination of all clothing and equipment shall be followed it necessary.

4.3.2

General Emergency Procedures

In the event that any member of the field crew experiences any adverse effects or
symptoms of exposure while on the scene, the entire field crew shall immediately hait
work and act according to the instructions provided by the HSR.

The discovery of any condition that would suggest the existence of a situation more
hazardous than anticipated, shall result in the evacuation of the field team and re-
evaluation of the hazard and the level of protection required.

In the event that any member of the field crew experiences any adverse effects or
symptoms of exposure while on the site, the entire field crew shall immediately halt
work and act according to the instructions provided by the site HSR. Follow-up action
shall be taken to correct the situation that caused the accident. The HSR then shall
complete an Accident Report.

Solid materials that are spilled will be scooped up, placed in appropriate containers and
held for disposal. Spilled liquids will be neutralized or containerized and held for
disposal. Prior to spill clean up, the Health and Safety Coordinator will be consulted to
confirm that employees are protected during that work.

4.3.3 Personal Injury
Site personnel will be trained in American Red Cross first aid procedures and shall administer
appropriate first aid treatment, including CPR, in emergency situations. The following general

emergency procedures shall be carried in the event of injury:

(1)
(@)

(3)

Notify the HSR of the incident.

I the victim can be moved safely, remove himv/her from the contaminated zone to the
decontamination zone using established control points.

Administer first aid.
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(4)

NOTE:

()

4.3.4

Transport victim to nearest hospital or emergency medical center or call for ambulance
transport, as appropriate.

The HSR shall direct the removal of injured personnel from the contaminated
zone and shall approve any necessary deviation from established
decontamination procedures. Such deviation shall be based upon the severity
or life threatening nature of the injury.

Notify the HSC of the incident and describe the emergency response actions taken. A
follow-up written report will be provided to the HSC and the Project Manager.

Chemical Exposure

Betore entering a contaminated zone, all site personnel shall be thoroughly acquainted with the
types of toxic/hazardous chemicals present on site and their potential concentrations. The
following general procedures shall be followed for chemical exposure emergencies:

(1)

@)
©)

()

©)
(6)

NOTE:

(7)

Move the victim from the immediate area of exposure/contamination, taking precautions
to prevent additional exposure of other individuals.

Notify the HSR of the exposure incident.

If the victim can be moved safely, proceed to the decontamination zone through
established control points.

Decontaminate clothing or remove clothing if safe to do so.

. For skin or eye contact, thoroughly wash affected areas with water (eyes should
be flushed for at least 15 minutes).

. For inhalation exposure, ensure that victim has adequate fresh air.

Administer additional first aid treatment as appropriate.

Transport victim to nearest hospital or emergency medical center or call for ambulance
transport as appropriate.

The site HSR shall direct the removal of injured personnel from the
contaminated zone and shall approve any necessary deviation from established
decontamination procedures. Such deviation shall be based upon the security
or life threatening nature of the injury.

Notify the HSD of the incident and describe the emergency response actions taken.
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4.3.5 Fire or Explosion

In the event of a fire or explosion:

(1) Immediately evacuate injured personnel and leave the area,
2) Administer first aid as appropriate,
3) Notify emergency services,

4) Notify the HSC.

4.3.6 Emergency Contacts
The appropriate contact(s) from the following list shall be made for all emergency situations.

Emergency Service Telephone

Fire 911/487-2747

EMS 911/487-2747

Police 911/487-2747

Sheriff 911/487-2747

Highway Patrol 911/489-3116

Upstate Carolina Medical Center 487-4271 (Main) 487-1544 (ER)

NOTE: For ambulance, fire or police contacts, give the name of the road and
the nearest intersection. The portable telephone on site will be used for
emergency notifications. Upstate Carolina Medical Center is located at
1530 N. Limestone Street in Gaffney. Take a right from the site onto
Burnt Gin Road (Hwy 72). Follow Highway 72 to Highway 18 and take
a left. Follow Highway 18 into Gaffney. _

After contacting emergency services, project contacts designated at the beginning of this Health
and Safety Plan will be notified.
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Section 5
ROUTINE MONITORING, RECORDKEEPING AND LABORATORY TESTING

The following section describes the routine monitoring, recordkeeping, and laboratory testing activities
necessary to meet the requirements of US EPA’s SOW under items 4 and 8 on pages 27 and 28. The
activities will help to document and indicate whether the objectives of the ground water and soil
remediation systems described in the RD are being met for the Medley Farm Site. The operator will
normally be on-site once per day during the work week and can remotely check system conditions
using a modem and computer.

5.1 Monitoring Activities and Schedule
5.1.1 Ground Water Remediation System
The routine monitoring activities to be performed on the ground water remediation system are

summarized below.

Activity Schedule Who
Check liquid fevel in accumulation tank Once per day and before Operator
each initial start up
Check direction of blower rotation Before each start up Operator
Check air pressure or air flow readings at 5-10 minutes after start Operator
blower for air stripper and inlet valve to up and once per day

centrifugal pump

Check water tlow rate through air stripper at Once per day Operator
flow recorder

Perform grab sampling of treated discharge Once per week (1 - 2nd Operator or Sampling

water (1,2-Dicholorethane, 1,1- Monday every month) Technician
Dichloroethene, Tetrachloroethene,
Trichloroethene)
BODg Twice per month Operator or Sampling
Technician
Whole effluent toxicity testing Once per month Operator or Sampling
(1 - 2nd Monday) Technician

5.1.2 Soll Vapor Extraction System

Check air filter for the SVE at air intake and Once per month Operator
prior to vacuum unit
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Check timer setting Once per month Operator
Damper opening on blower inlet air make-up  Once per day Operator
Check flow in manhole between air stripper Once per day Operator

and diffuser

Check outfall for no visible sheen or foam

Check condition of parshall flume

Check erosion, washout piping integrity

5.2 Laboratory Testing

Once per day

Once per day
Once per day

Operator or Sampling
Technician

Operator

Operator or Sampling
Technician

Sampling activities will be performed on the ground water treatment system between the air stripper
and the NPDES 001 outfall in Jones Creek. The treated ground water discharge will be analyzed by a
certified laboratory that conforms to the protocols contained int he March 1990 US EPA Contract
Laboratory Program (CLP) Statements of Work for Organics. The samples will be analyzed for volatile
and semivolatile analytes and BOD; as described in the draft NPDES permit (See Appendix M). Test
procedures will also conform to regulations published pursuant to State Environmental Laboratory
Certification Regulation 61-81 and Section 304(h) of the Clean Water Act (PL-92-500) as amended.

Results of the sampling analysis will be provided monthly to SC DHEC using Discharge Monitoring
Report Forms (EPA Form 3320-1). The reports will be postmarked no later than the 28th day of the
month following the month of sampling. Records will show the following information with regard to the

sampling:

the date, time, and place of sampling.

the date and times of analyses performed,

the faboratory certification number and person(s) performing the analyses

the analytical techniques or methods used, and

the results of the required analyses.

Records will be retained for a minimum of three (3) years, or longer if requested by SC DHEC.
Records will be maintained on site for inspection by SC DHEC during normal business hours.
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The operator or Project Manager shall report any non-compliance with the conditions or limitations of
the draft NPDES permit which may endanger public health or the environment. The operator or Project
Manager shall notify SC DHEC with 24 hours of becoming aware of such conditions. The phone
number to call and notify SC DHEC are (803) 734-5300 during normal working hours and (803) 253-
6488 during non-business hours at the 24 hour Emergency Response office. A written follow-up shall
be made within five (5) days of becoming aware of such conditions. Refer to Part II.B.2 of the draft
NPDES permit for specific non-compliance reporting tasks.

5.3 Personnel and Malntenance Records
Logs and reports sufficient to document the implementation and execution of the personnel protection
programs shall be maintained. This documentation shall consist of medical surveillance files, training

files, daily logs and accident reports.

5.3.1 Medical Survelllance

Confidential medical surveillance files are maintained by the Human Resources Manager.
These files document employee participation in the medica! surveillance program and fitness to
work on hazardous sites. The Medical Clinic maintains medical records along with the Human
Resources Manager. Access to these files and records is controlled by the HR Manager.

5.3.2 Training
Documentation of employee training is maintained in the Health and Safety files under the
direction of the HSR. These files document employee attendance, level of training and follow-

up; or refresher instruction.

5.3.3. Work Logs
Daily work logs shall be maintained by the HSR. Copies of daily logs shall be forwarded to the
Project Manager or the HSC on request. The daily log shall contain:

. Date,
. Area(s) or site(s) worked,
. List of employees by area and hours exposed,
. Personal protective equipment utilized by employees,
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. Results of monitoring tests,
. Waste materials removed from work area(s),
. List of equipment decontaminated, and
. Description of special or unusual events or incidents, including all first aid treatments

not otherwise reportable.

Daily work logs shall be checked and approved by the HSR. Any incident resulting in a work
stoppage shali be fully documented in a report prepared by the HSO and submitted to the HSC
and the Project Manager.

5.3.4 Accident Reporting

In addition to descriptions in the daily log and work stoppage reports, any accident and/or
chemical exposure incident shall be investigated, analyzed an documented in an accident
investigation report submitted to the HSC and the Project Manager. These reports, prepared
by the HSR in consultation with the HSC shall contain a full description and analysis of the
incident, including exposure work-hours and a log of occupational injuries and illnesses (OSHA
Form 200 or equivalent as prescribed by 29 CFR 19904).

Formal accident reports shall be prepared for any diagnosed iliness or injuries that result in a
lost work day or fatality. The accident report shall identify all contributing causes and

recommend future hazard contro! measures to reduce the risk of recurrence.

Persons on site are responsible for reporting all injuries as soon as possible to the HSR or the
HSC.

5.3.5 Maintenance Records

Records and logs will be maintained and based on actual system maintenance activities
performed. Information to be recorded should include costs, downtime (if any), equipment type,
date, personnel utilized for maintenance activities, cause for non-preventive maintenance and
whether preventive measures or improvements could be made to resolve the cause, and
system condition data prior to and following the maintenance work.
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5.4 Systems Reporting
The following data sheets are to be used for systems monitoring and reporting for the ground water and

soil vapor treatment systems.
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VACUUM UNIT
OPERATIONAL READINESS CHECKLIST

POWER SUPPLY

Trace power lines and check that all connections have been made
Locate and verify that all circuit breakers are in off position

Locate grounding rod and verity that equipment is adequately grounded
Locate and tag the three wire leads to motor for motor rotation check

UNIT COMPONENTS

Verify that maintenance check has been performed and any outstanding
tems have been completed

Drain condensate trap of any liquids and close drain valve
Examine belts and sheaves for tightness and alignment
Check belts and sheaves for easeness of rotation

Check belt guard is in place and provides total enclosure

PIPING
Check ali flange bolts for tightness

Check all gaskets for alignment and signs of fatigue (cracking, splitting,
discoloration)

Verify that all suction and vent valves are fully open
Remove any loose objects from intakes

Check discharge piping and stack for obstructions
Temperature gauge reading

SAFETY
Ear protection Available
Vapor Monitoring Equipment Available
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VACUUM UNIT PERFORMANCE

SECTION 5§

Table No.
Operator: Date:
Time:
VAPOR FLOW RATES TEMPERATURES
Vacuum Manifold: CFM Vacuum Manifold: CFM
Air Intake: CFM Air Intake: CFM

VACUUM READINGS

Vacuum Manifold:

Air Intake:

Across Inline Fittration

HO

A0

"H,0

VAPOR SAMPLES
Vacuum Manifold Sample No.

Discharge Stack Vapor Sample No.

COMMENTS:
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Vapor Sample

SVE WELL
PRODUCTION LOG
WELL NO.
OPERATOR: DATE:
Time Vacuum Flow
WPAS\S38130MM.MFS/CDF93 5-8
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SVE WELL SAMPLING LOG

Operator: Date:

SVE WELL | SAMPLE TIME | SAMPLE NUMBER | SAMPLE VOLUME | SAMPLE TYPE *
VE-101
VE-102
VE-103
VE-201
VE-202
VE-301
VE-302
VE-303
COMMENTS

* Sample Type = charcoal tube, tedlar bag, glass cylinder, other (explain)
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VACUUM MONITORING
WELL LOG
Sheet of

Operator: Date:

TIME VM 101 VM 102 VM 103 VM 301 VM 302 VM 303
Deep Shallow Deep Shallow Deep Shallow Deep Shallow Deep Shallow Deep Shallow
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APPENDIX A
SC DHEC BAQC AIR PERMIT WAIVER LETTER
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smmm——— G oyth Caroling s——— interim Commissioner: Thomas E. Brown. Jr.

Board: John H. Burriss, Chairman William E. Applegate. Il
Richard £. Jabbour, DDS. Vice Chairman Toney Graham, Jr, MD
Robert J. Stripling, Jr. Secretary Sandra J. Molander
Department of Hesth and Emvironmental Control John B. Pate, MD
2600 Bull Street, Columbia, SC 29201 Promoting Hsatth. Protecting the Environment

Decenmber 29, 1992

Mr. David Robb, Project Engineer
RMT, Inc.

P.0O. Box 16778

Greenville, SC 29606

Dear Mr. Robb:

The Bureau of Air Quality <Control has reviewed the emission
information for the proposed Air Stripper and Soil Vapor Extraction
System to be located at Medley Farm NPL Site in Gaffney, S.C. Air
Dispersion Modeling results indicate that the air toxic emitted
(1,1 Dichlorocethene) will not result in off-site air concentrations
exceeding our Air Toxic Standards (Standard No. 8). Furthermore,
since the potential emissions do not exceed 1000 lbs/month, an Air
Permit will not be required for the Air Stripper and Soil Vapor
Extraction System. This is in accordance with Section I, Part B of
Regulation No. 62.5, Standard No. 8. '

Sincerely,

Lol YL e

Rhonda H. Banks, Permit Engineer
Engineering Services Division
Bureau of Air Quality Control

€c: Ronald Garrett, Appalachia III District
Richard Haynes, SC DHEC

.




AIR DISPERSION MODELLING BUﬁMLRY SHEET

'}moszcr NAME: Medley Farm NPL Site DATE: 22 December 1992

'}ocarxox : Gaffney REVIEWED BY: KJC
'pznuzr NO. :
]DDEL USED : Screen

IDDELLBD FOR: NAAQS COMPLIANCE PSD INCREMENT
X AIR TOXIC

SOURCES MODELLED: Air Stripper

MODELLING DESCRIPTION:

RESULTS:

MAX. MODELLED

CONCENTRATION | TOTAL | STANDARD
_ |ug/ed |ug/md

CONCENTRATION
POLLUTANT | AVG. TIME | ug/m’

1,1 Dichloroethene (CAS #75354)
24 Hour 1.0 N/A 1.0 99
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RECORDS AND REPORTING DATA SHEETS
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DAILY CHECK OF GROUND WATER REMEDIATION SYSTEM Date __/___J

[

1 Is there any erosion at Jones Creek?

2 | Is the diffuser and all related equipment functioning properly? (Check for
turbulence or visible sheen or foam that may indicate problems.)

Flow reading on the discharge pipe

Pressure in the sump tank of the air stripper

Is there any erosion on the grade between the air stripper and the creek?

O id|W

Pressure reading on System A’s centrifugal pump and check for any visible
irregularities.

7 | Pressure reading on System B’s centrifugal pump and check for any visible
irregularities.

8 | a) Pressure into Well 101 (found in well vault)
b) Flow into Well 101 (101A)
c) Flow out Well 101 (101B)

9 | a) Pressure into Well 102 (found in well vault)
b) Flow into Well 102 (102A)
c) Flow out Well 102 (1028B)

10 | a) Pressure into Well 103 (found in well vault)
b) Flow into Well 103 (103A)
c) Flow out Well 103 (103B)

11 | a) Pressure into Well 104 (found in well vault)
b) Flow into Well 104 (104A)
c) Flow out Well 104 (104B)

* Check all readings with the previous day’s and note any differences and reason for that difference.
. For any equipment needing repair, indicate action taken to initiate these repairs.
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DAILY CHECK OF GROUND WATER REMEDIATION SYSTEM Page 2 of 2

12 | a) Pressure into Well 105 (found in well vault)

b) Flow into Well 105 (105A)
c) Flow out Well 105 (1058)

13 | a) Pressure into Well 106 (found in well vault)
b) Flow into Well 106 (106A)
) Flow out Well 106 (106B)

14 | a) Pressure into Well 107 (found in well vault)
b) Flow into Well 107 (107A)
c) Flow out Well 107 (107B)

15 | a) Pressure into Well 201 (found in well vault)
b) Flow into Well 201 (201A)
c) Flow out Well 201 (201B)
16 | a) Pressure into Well 202 (found in well vault)
b) Flow into Well 202 (202A)
c) Flow out Well 202 (202B)

17 | a) Pressure into Well 203 (found in well vault)
b) Flow into Well 203 (203A)
c) Flow out Well 203 (203B)
18 | a) Pressure into Well 204 (found in well vault)
b) Flow into Well 204 (204A)
| |9 Flow out Well 204 (204B) J

* Check all readings with the previous day’s and note any differences and reason for that difference.
o For any equipment needing repair, indicate action taken to initiate these repairs.
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WEEKLY CHECK FOR GROUND WATER SYSTEM Week of / / to / /

1 | Is there any vandalism on the system or on the site? (List location and extent
of damage.)

2 | Check each tray of the air stripper for any mineral deposits, or bacterial
growth; or corrosion.

3 | Is there any erosion across the system? (List location and extent around
wells, manholes, piping, concrete equipment pad, near the discharge at the
creek.)

4 | Are there any visual indications of fluid leaks near the equipment, piping, or
discharge of the system? (treated or untreated ground water, lubricating oils)

Chack all information with the previous week’s recordings and nots any major differences.
For any necessary corrective action, indicate action taken to initiate maintenanca.
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DAILY CHECK OF SVE SYSTEM Date / /

1 Stack: Is there any apparent damage?

2 | Is the discharge silencer functioning normally (are there any unusual noises)?

3 | Pressure between discharge silencer and vacuum pump (Pl 1300)

4 | Temperature between discharge silencer and vacuum pump TI 1300

5 | Is the vacuum pump functioning normally?

6 | Is the inlet silencer functioning normally?

7 | What is the pressure reading on the air intake (P! 1202)?

8 | What is the flow reading on the air intake (Fl 1202)?

9 | Is the air intake operating normally (how there been any vandalism)?

10 | What is the differential pressure across the in-line filter?

11 | Does the filter function normally? If not, filtter may need to be replaced.

12 | Where is the water level in the condensate trap? (if it is at the high port, it
must be emptied into air stripper. See maintenance section of O&M.)

13 | Is the condensate trap functioning normally?

14 | Is there any erosion across the system? (Around the wells, piping, or unit.)

* Check all readings with the previous day’s and note any major differences and reason for that difference.
o For any equipment needing repair, indicate action taken to initiate these repairs.

1A\WP\G\a38 130MM.MFS/CDF 83 WORKING COPY
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Chop-hoop Filament Wound
Flat Bottom Domed Top
Fiberglass Tanks

Y L Bt o =T

* Domed top tanka sre designed for
atmospharic pressure only and must be
vented. Refer to venting specifications on
page DS.

« Standardtank is designed for 1.3 specific
gravity material. 1.8 and 2.1 versions are
availabls upon raquest.

+ Allfilament wound tanks inciude three lift
lugs.

+ For accessories refer to pages D1-14.
+ For resin salection see pages E1-E4.

-+ For wamranty information ses page ES.

Bottom Head B

Dla. Copacity (gaL) Dim. (In.)
LY 240 8
104" 366 14
118" 607 9

1

L Bottom Head -~

J:
NOTE: Tank botiom must be fully T
supported and pad mustremain lavel within

1/8" over a ten foot span. Consult a local
sngineer for specific site requirements.

RAVEN INDUSTRIES, INC. Pisstice Division Sioux Fatis. SO |RIAIVIEIN

Diameter Approx, Wall* Approx.
xHelght Thicknssa Weight

Part No. (_gll.) (n) - fin.) (Ibe.}
F082DT 2000 8'x8'q" 1/4 840
Fo83DT 3000 8'x8 14 980
PO84DT 4000 §x11'8" 14 1140
F104DT 4000 10'¢'x7T1" 1/4-9/32 1075
FO8GDT 8000 8'x14'3" 1/4-302 1280
F1080T 6000 10'4~x 8’8" 114832 1208
FO880T 6000 8x1811" 1/4-8/32 1820
F106DT 8000 104 x10°3" 1/4-11/32 1338
F1280T 6000 11'9"x 81" 1/4-818 1375
FOB7DT 7000 . a1 1/4-0/32 1710
F107DT 7000 10'4"x11'10" 1/4.11/32 1480
F1370T 7000 119" x0'4" 1/4-8116 1500
Fo88DY 6000 §'xa23" 1/4411/32 1900
F108DT 8000 10'4"x13'5” 1/4-11/32 1647
F128DT 6000 119" x0T 1/4-818 1826
F10S0T 9000 104" x 15’ 141132 1813
F1280T $000 118"x 1110" 1/4.5M18 1788
F10100T 10000 10'4"x 167" 1/4-7/18 1988
F12100T 10000 11'9"x13"1™ 1/4-3/8 1910
F10120T 12000 10'4"x 18'10" 1/4-T1M8 2380
F121207T 12000 11'9"x 186" 1/4-3/8 2214
F1014DT 14000 104~ x 2y’ /4112 2820
F1214DT 14000 11'9"x18' 1/4-T118 2566
101507 15000 104" x 24" 14112 3100
F1216DT 15000 119" x19°2" 1/4-7118 2750
F1216DT 18000 11'9"x20'5"™. 1147118 2938
F1218DT 18000 11'9"x22°11" 14112 3350
F12200T 20000 11'9"x 25'5" 14172 3580
F1221DT 21000 11'9"226'8" 1/8172 3800
F1222D0T 22000 1" xzr1” 1/4-19/32 4410
F1225DT 25000 119" 231 ™ 1/4.5®° 5830
F1230DT 30000 14'9" x 379" 1/4:23/32 8930

*Walis are tapered

§° Diameter - Domed Top

t
Head Capscity = 450 0"
. {
Sidewall Qalginch = 31.3
10°4” and 11'9" Dlameter = Annuler Domed Top J
— ﬂ\ ] A
Top Head A Sldewalt
Dis. Capacity(gat}| Dim.(In) QaleInch
104" 360 13 823
11'9" 807 17 87.5
«0800EEYSLE ' B80:8L ! EB-OL-G !

‘A8 JIN3S



: 8470R
Roplscsment Flilwell B484R
' Replacement canter cap §489R

NOTE: Must be Installsd in flat surfacs,

rm g ————— e

. Polyproryllno 18° threaded fillwells
feature largs preciaion threads and are
ideal for oval and vertical polyethylene
tanks where ingide access 8 required.

Hinged Quick Access

: ' Manways
' . 18" and 24"
. 18" “n - .
{ Description Diameter Dismeter —
Installed manway 813N 62471
- | Replacement manwey E137R 5247R
o Replscement cover only ) §138R . Ba24BR
Latch assembly only (pisted zinc) 51408 5140R*
Hinge sssombly only (stsinless atesl) S8141R §131R
Gasket (necprens) 5144R 8248
)
. { .
* Avallable In elther 18° or 24° diameter,
‘ — A\ T hinged quick access manways provide
w" quick and easy access to fiberglass tanks
/__/L\__i for above liquid level service.
] Boit Down Manways

(Above liquid level)

b‘CAdUTION: When HCL scidis presant a fiberglass (atch Is required! Contact factory 24" and 32"
r Getalls. . . - :
Dia (In.) Part No, No. Bolts X{in.)
24 sl ., 28%.
. - 51101 8 38Y4

}—. o :

—1
* Avallable in elther 24" or 32" size, the bolt

. downmanway features a 3/8" thick FRP
cover fastened to a 3/8° flanged lip and

can be located arywhera above liquid
lave! that does not intartere with a head

. ©
°

CAUTION: Tank must be vented 10 atmosphere when 'mupvuy Is instalied. seam.
. RAVEN INDUSTRIES, INC. Plastics Division Sioux Faiis, 30 [RIA[VIE[N]
g/t & «0800EEPSLE ' i go:8l ¢ E6-0L-S ! +A8 IN3S
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CAUTION!

All Raven tanks are designed for

stmospheric pressure only and must be
positively vented. Raven Industrigs, Inc.
assumes no liabfity for any tank vented

improperty.
FRP Mushroom Vents

1

Top of Tank

FRP U-Vents 2" @ 3" @ 4"

VENTING INFORMATION
All ciosed top tanks must have a vent of equal or girwor sizo thanthe largestinietor

outiet. In addiiion to a standard vent, tanks being loadsd by air pressure musthave

& minimum 18" quick access manway open and hold down lugs In uss in prder to
prevent over pressurization and potential faliure. Precautions must also be taken to
avoid vacuum. f there is any question conceming the adequacy of the venting system
contact the factory for recommendations.

Pipe 8ize (In) Part No. A{in.) 8(n.) C(in)
2 852830 Ly © 1% ]
4 8283Q Mm %% [ 37 ]
) 5293 1% [ 2] 14

* Mushroom vents are constructed from corrosion-resistant vinyl sctar resin and are
permanently bonded directly 10 the top of the tank.

. '\gm w“e:n to keep out birds and buga la avalable upon roqum. Contactfactory
deta

¢ Pipe Size (In.) Part No. A(in.) B(in.) Clin.) D(in.)
2 81558 12 10 8 as
= 3 8183C 12 108 10 4.5
AT N — 4 B155D 12 1.2 11 s
/ L == p 2,3 ,and4'U-vents are threaded into a fiberglasa coupling bonded Ingo tank wall
r= ’_1 i or hoad When ordering refar to page DB to Include correct part no. forthe coupling.
] Exampie: The comect part numbers 10 order & 2" U-vent would be $155B (Uvent) 3
A + BO52F (2 coupling). i
e Top of Tenk 3
Y i
FRP U-Venta 6" ¢ 8"
- © PipeSiza(in) | PartNo. Alin) B(in) o(ln) o(in.)
1] 8185E 20 1 16 8 i
8 G155F 2 20 2 12 3
o \ s
_ s 8" and & U-vents ar botted to the comesponding aize fiange (Page D7) that Is ]
8 1| bonded into the tank wall or head. The flangs s notincluded and must be ordersd
ssperately. Example: correct part numbers to order an 8* U-vert would be 5155F
A (Vent) + 5268J (conically-gusseted flange).* ‘
*NOTE: Customer can use sither non-gusseted or gussetod flangea for U-ventbase,
Top of Tank

RIAIVIEIN] mAVEN tNOUSTRIES, INC. Piantics DMision Glowx Fans, 8D .
8 /1 8 «0800EEPSLE ¢ g0:0L ¢ EB=0L=G ! +A8 IN3S



Pipe Agtual Pullor Full Hait

Pert Size oD Helt Dim. Dim, Dim.

No. {n.) (in.) A(in.) B(in.) D{nJ)
80398 " 1% 4 4% 2%
8058C ¥ 1% 8 & Ve
80690 1 7% - ] 4% 2%,
8058E 1% % 8 84 ¥
S039F 2 3 9 44 2%e
5055G 2% % 10 44 2%
50594 3 4% 13 % 2¥%n
8038J 4 8 13 o) 2%
8038K [ SV 20 4V %

PRP FULL COUPLING FRP HALF COUPLING
Ourtaide
%':kle:ﬂl Tank Wall
—— D ——-I
st B
N AN
o
A > AN
J
g /58 ~0000EEPSLE : 0L:9) ! EB=-DI-G

Full and Half
FRP Couplings

Foerglass female pipe threadsd couplings
are bonded permanently into the tank to

. ¢liminate potertial lagk problems. Full and

half couplings are gvallable in stzes from
1/2"10 8" and can be located anywhers on
the tank except the saddlie assembly
contact arsa on horizontal fivergiass tanks.

e Manufactured from corrosion-resistant
vinyl ester resin.

« Outside bonding area &t the coupling Is
equal o or greater than tank wall
thickness, )

« inside surtsce I8 soaled with 2 tayers of
1% oz glass mal endthe same resin a3
the tank walil on all tanks 80" lamater and
farger. On smaller diameters inside
asaling may not be poasible unless tank
Is equipped with a manway.

« All gide wall ns protrude as
shown unless ctherwise specified.

» Botiom fittings are flush mounted for
complete drainage. -~

« Full couplinga provide for intemal piping.
 Pisase speclfy elthar full or hal!f when
ordering.

RAVEN INDUGTRIER. INC. Piastics Divislon Sioux Fafla. 8D |R]A|\é|E|N|
IN3S

: A




Flanged Connections

Press molded vinyl ester flanges with cast
vinyl estor pipe are avaliabie in sizes from
.1"t0 24" and are psrmanently bonded to the
tank. Flanges can be located etther above
or below liquid leve! and can be ordered In
throo different styles based uponintended
use.

Non-Gusseted Fianges

Non-gusseted flanges through 8”pipe size

Boft
Pipa Non Blade |Conios! |ADIM. [BDIm. [|CDIm. (DDIm.(EDIMm.[ Holes*
Sixe | Gussst | Guseet [Qusest | (In) | (n) | (In) | On) | (n) | No~elze
1 80386 | 5174B [ 85289B | 4va | I % A 4 8) A4
1V | 5058C |B174C |8280C | B ¢ % | 1% 4 4) A
2 50580 | 8174D DI @8 4% 8% | 1% 4 4) W%
-~ 3 5050F | 5174F |B828BF | TA | € % | 1% 4 (4) %
4 5068G | 8174Q [ 85285G | @ ™ % | 1% 4 (®) w
—| 8 5088M | 81744 | 5288M | 11 47 % | 1% [ (8) ¥
-] 8 S50S8J | 51744 | 8260J | 134 | 11% %h |2 [ ] (8) %
10 5058K | NA NA |18 14% | 1 2 [ 83 %H
12 S058L | NA NA |18 17 1 Y [ ] ) %A
14 00S8M | NA NA | 21 1% | 1% | Ve ] (12)1
16* | 5058P | NA NA |28 2% | 1Va | 1V ] (16)1%
24 [ 81231 | NA NA | 32 24 ] 1% | 1A ] (20) 1Va

it 2 Sy

I R B R R B e 2o+ v

*® Flange mustincludoe appropriate biind flange page (D8) ¥ used as below liquid lsve!

« Gaskets, bolts, washers, and nuts are notinciuded with flanges. Raven recommenda
the use of & 40 to 60 durometer full faced gasket, 1/8” thick, and a maximum boit

taks up torque of 30 fL-ibs,

* Flange face Is 150 Ib. A.S.A bolting geomatry, SLADE:QUBBETED FLANGES

Dt Qs s s 1.5 2 0B

are designed for light duty, non-weight » 8idewall mounted flanges protuda & E Q
bearing applications ori tanks 72" diameter mintmum ot 1° as shown. Sottom flanges are y
or amaller. Raven recommends the use of fiush mounted uniess otherwise speaifisd. N
pusssted flanges on all tanks 80" diameter ~D E .
and larger. coma N '
.
Blade-Gusseted Fianges 7 N R
” . it Bew
) NON-QUSSETED FLANGES Noto [ o
= Y
N
N
/ y v o s
: \ c \
Blade-gussseted flanges are reinforced by 3
fiat fiberglass plates bondad the full length S0 | | [ EoeeEERE
of the flange assembly. They are New | o
reCommended for heavy-duty epplications A
where ease of access to the back of the . e - CONICALLY-QUBSETED FLANGES
flangs face is Important. ¥/ p—t
N
3 N
Conlcally-Gusseted Flanges o’ 3
-.'"-S_ﬁ - —0-1
" 7
See 3
Nots
A
& /L @
seled flanges are NOTE: Bonding area equals thres times
by & fiverglass bondad cone and are the nominal pips size on all pipe through 8°, c
recommended for applications where On 10" through 24°, patch width Is 18°
maximum strength [s required. larger then pipe size.
ID' A l\llcltl' -ccomes cormermmmema secm
8 /0 8 «0000EEPGLE L8l ¢ Eg-0L=-G ! sAQ IN3S
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The following Information has been obtained from the Gould’s

Pump Operation and Maintenance Manual. Refer to this manual
for specifics.

1A\WP\9\938130MM MFS/CDFQ3 WORKING COPY
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RECEIVING THE PUMP

Storage Requirements . . . . . . ..
Handling . . .. ... ........

GENERAL INFORMATION

PUMP DESCRIPTION .........
NAMEPLATE INFORMATION . .. ..

. . c .. ... 9
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et e e e « o o.M
.................... 11
.................... 11

PUMP DESCRIPTION

The Model 3196 Is a horizontal overhung, open
impeller centrifugal pump that meets requirements of
ANSIB73.1.

The model is based on 5 power ends and 28
hydraulic pump sizes. Groupings are as follows:

STX 5 pump sizes
TMTX 15 pump sizes ¥~
LTX 11 pump sizes
XLT-X 5 pump sizes
X-17 3 pump slzes

Casling - The casing is top centerline discharge and
self-venting. The gasket is fully confined. An integral
foot support is used for maximum resistance to
misalignment and distortion from piping loads. ANSI
fiat face serrated flanges are standard. ANSI Class
150 raised face serrated, ANSI Class 300 flat face

serrated and ANSI Class 300 raised face serrated are

available.

impeller - The impeller is fully open and threaded to
the shaft. The threads are sealed from the pumpage
by a Teflon O-ring.

Seal Chamber/Stuffing-Box Cover - The 3196 is
available with a stuffing box cover designed for
packing and Big Bore™ seal chamber or TaperBore™
seal chamber for improved performance of
mechanical seals.

Frame Adapter - The ductile iron frame adapter has
machined rabbet fit to the seal chamber/stuffing box
cover and precision dowel pin fit to the bearing frame.

Power End - Oil level is viewed through a sight glass.
Optional oil cooling Is provided by a finned tube.
Flood oil lube is standard. The power end is sealed
with Goulds designed labyrinth seals. No machining
is required to convert from oil to grease or oll mist.
Regreasable bearings, greased for life bearings and
oil mist lubrication are optional.

Shaft - The shaft is avaiiable with or without sigeve.

Bearings - The inboard bearing carries only radial
load, it is free to tloat axially in the frame. The
outboard bearing is shouldered and locked fo the
shaft and housing to enable it to carry radial and
thrust loads. All fits are precision machined to industry
standards. The inboard bearing Is a single row deep
groove ball bearing. The outboard bearing is a double
row angular contact bearing, except for the LTX which
uses a pair of single row angular contact ball bearings
mounted back to back.

Dynamic Seal - A dynamic seal is avallable which
uses a repeller to pump liquid out of the stuffing box
while the pump operates, a static seal prevents
leakage when the pump is shut down.

Direction of Rotation - Clockwise (right hand) as
viewed from the driver, looking at the pump shaft.
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NAMEPLATE INFORMATION

SENECA FALLS, N.Y.
MADE IN USA

INC . <ﬁ\

DIA.

6 @GOULDS PUMPS.

| DIA.'

|

[

RPM

O MOD. SIZE

O

%1 | conrm. |

SER.
NO.

MAX. DSGN.
PSI © 100F

k CAUTION: AFTER STARTING DO NOT OPERATE AGAINST CLOSED VALVE y

Fig. 1

Every pump has two Goulds nameplates that provide
Information about the pump. The tags are located on
the casing and bearing frame.

Pump Casing Tag - provides information about the
pump’s hydraulic characteristics. Note the format of
the pump size: Discharge x Suction - Nominal
maximum Impeller Diameter in inches.

(Example: 2x3-6)(Fig. 1)

Bearing Frame Tag - provides information on the
lubrication system used. (Fig. 2).

When ordering spare parts you will need to identify
pump model, size, serial number, and the item
number of required parts. Information can be taken
from the pump casing tag. item numbers can be
found in this manual.

/'

N

GOULDS PUMPS INC.
MOD. SENECA FALLS, N.Y.
MADE IN USA
SIZE
Olsgr,
NO.
LUBE

N\

10
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REHIL File any claims with the transportation company

2ol
'1,

N aged or missing ftems on the receipt and freight

 goon as possible.

_oragé Requirements

hort Torm: (Less than 6 months) Goulds normal

packaging procedure is designed to protect pump

ring shipping. Upon receipt store in a covered and
location. .

Long Term: (More than 6 months) Preservative
reatment of bearings and machined surfaces will be
required. Rotate shaft several times every 3 months.
Refer to driver and coupling manufacturers for their
long term storage procedures. Store in a covered dry
locatlon.

Handling

. Use care when moving pumps. Lifting equipment

must be able to adequately support the entire
assembly. Hoist bare pump using a suitable sling,
under the suction fiange and bearing frame.
Baseplate mounted units are moved with slings under
the pump casing and driver. Refer to figures 3A,B,C
for examples of proper lifting techniques.

Fig. 3A

11
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TROUBLE SHOOTING CHECKLIST

L TROUBLE ITEM | POSSIBLE CAUSE REMEDY ]
No Air Flow 1 Speed too low Check by tachometer and compare with speed
shown on Roots Order Acknowledgement.

2 Wrong rotation Compare actual rotation with Figure 2.
Change driver if wrong.

3 Obstruction in piping Check piping, screen, valves, silencer, to assure
an open flow path.

Low capacity 4 Speed too low See item 1. If belt drive, check for slippage and
readjust tension.

5 Excessive pressure Check inlet vacuum and discharge pressure,
and compare these figures with specified
operating conditions on Order.

6 Obstruction in piping See item 3.

7 Excessive slip Check inside of casing for worn or eroded sur-
faces causing excessive clearances.

Excessive Power 8 Speed too high Check speed and compare with Roots Order
Acknowledgement.
9 Pressure too high See item 5.
10 Impellers rubbing Inspect outside of cylinder and headplates for
high temperatures areas, then check for im-
peller contacts at these points. Correct blower
mounting, drive alignment.
Overheating of 11 inadequate lubrication Restore correct oil levels in gearbox and
Bearings, or Gears lubricate.
12 Excessive lubrication Check gear oil level. If incorrect, drain and refill
with clean oil of recommended grade.
13 Excessive pressure rise See item 5.
14 Coupling misalignment Check carefully. Realign if questionable.
15 Excessive belt tension Readjust for correct tension.
16 Speed too low Speeds lower than the minimum recommended
will overheat the entire blower.
Vibration 17 Misalignment See item 14.
18 Impellers rubbing See item 10.
19 Worn bearings/gears Check gear backlash and condition of bearings.
20 Unbalanced or rubbing Scale or process material may build up on cas-
impellers ing and impellers, or inside impellers. Remove
build-up to retore original clearances and im-
peller balance.
21 Driver or blower loose Tighten mounting bolts securely.
22 Piping resonances Determine whether standing wave pressure

pulsations are present in the piping. Refer to
Distributors.
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OPZRATING PRINCIPL

in

POSITION 3

POSITION 4

POSITION 2

POSITION 1

Two figure aight lobe impeliers mounted on paraliel shafts rotate in opposite directions.
As each impelier passes the biower Iniet, it traps a definite volume of air and carries it sround
the case to the blower outlet, where the alir is discharged. With constant speed operation, the
displaced volume is essentially the same regardless of pressure, temperature or barometric
pressure.

Timing gears control the reiative position of the impeliers to each other and maintain
small but definite clearances. This allows operation without lubrication being required inside
air casing.

OUTLINZ DRAWING & DIMENSIONAL TABLE

-,

I

FRAME 22 thru 718

(§)

“ootls Yniersa

~— TOP DISCHARGE

?——-—AF—-—Ojl

,—-INLET & DISCHARGE CONNECTIONS

B~

C —t

/) ] !
—— A ——

BOTTOM |
SHAFT —J |
! BOTTOM DISCHARGE
LEFT N RIGHT
DISCHARGE DISCHARGE
.- VERTICAL CONFIGURATION HORIZONTAL CONFIGURATION

Drive Shatt Location Inlet Approx.

A [ ] c D 0, 0, o] o [ 4 L} U | Keyway & AF | AX | Net Wt

Frame Bottom | Top |Moriz. Disch. (Lbs)

Size Shaft |Shatt | Shatt Dis.

22 | 513 | 500| 9751 375 | 6.25| 3.75| 9.83| 6.88| 6.25] 8.00] 825{.188x.094[1.0 NPT] 828[125] 32
2¢ | 513 | 700|11.75| 375 | 625| 3.75| 9:63] 6:88| 625 5.001 625|.188x.004|20 NPT} 925|125 43
33 (725 | 763|1213| 500 | 850 5.00 (1281 8.88 7.75( 8.75| .750{.188 x 094 |2.0 NPT[12.13/1.75| 74
3 | 725 |1wo00{1483| 500 | 850 | 500]12:81| 8.88| 75| €75] .750{.188 x .094{2.5 NPT|12.13| 1.75 102
2 | 800 | 7.25/1300| 825 [1025| 6.25|15.08] 1083 875] m25| 875|188 x 004|158 NPT]1383| 200| 8B
a5 | 800 [1000|1530| 625 |10.25| B.25 [15.06|10.63| 8.75| 8.25{ .675|.188 x 094 | 2.5 NPT} 13.83| 200 109
47 | 800 |11.75]1783| 825 [10.25| 6.25 |18.06)|10.50 )| 8.50| 8.25| 875].188 x .094|3.0 NPT| 13.83|2.00] 128
1050 | 838(1538( 825 {1125 6.75(17.38]11.88 [10.25| 8.75{1.125 {250 x 125 2.5 NPT{17.25/2.50] 143

1050 {11.00]1800| 625 |1125] 675 }17.38| 12.25|11.00] 8.75(1.125|.250 x .125|4.0 NPT|17.25| 2.50| 170

1050 {14.00(2178| 625 (11.25] 6.75(17.38] 1225 11.00] 8.75]1.125|.250x.125/4.0 NPT| 17.25/2.50 204

85 [1100° |1000|7838| 875 |1475] 875 |21:83|15.13{12.75| 11.75| 1375 | 312 x.156| 3.0 NPT[19.75{3.00| 245
88 11100° }13.00/2138| 875 |1475| B875)21:83)15.13)12.75]11.758]1375].312x .156 | 5.0 NPT| 19.75| 3.00| 285
815 |11.00° {2000]28.38] 875 |1475| 875 [21.63[18.25[15.00(11.78[ 1375|312 x 186 |6.0 FLG{ 18.75{ 3.00{ 25
76 {1400°*[11.75|19.94] 11.00 18,00 | 11.00 (26.13]20.69 | 19.38 | 14:50{ 1562 |.375 x .188 | 4.0 NPT[23.25| 3.50{ 400
711 | 1a00°°}18.75| 2518 11.00 {18.00{ 11,00 [26.13| 10:50 | 17.00( 14.50| 1.562 | 375 x .188 | 6.0 FLG[23.25{3.50{ 30
718 |1400°°{2375/32.19| 11.00 [18.00 | 11.00 [ 2613} 18:50 | 17:00{ 1450 1382 | 375 x .188 8.0 FLG|23.25{3.50{ 650

° 17.00 in horizontal contiguration
** 21.00 in horizontal configuration

All dimansions in inches

L

L 4

Ve
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BASIC BLOWER
DESSRIPTION

Universal RAI blowers are
heavy duty rotary blowers de-
signed with detachable rugged
steel mounting feet, which permit
easy in-field adaptability to either
vertical or horizontal installation
requirements. The Universal RAI
blowers can even be hung from
overhead supports.

Because of the detachable
mounting feet, these units can be
easily adapted to any of four
drive shaft positions — right
hand, left hand, bottom or top.
The compact, sturdy design is
engineered for continuous ser-
vice when operated in accor-
dance with speed and pressure
ratings.

The basic modei consists of
a cast iron casing, hardened
alloy steel gears secured to steel
shafts with a taper mounting and
locknut, and cast iron involute
impellers. Anti-friction bearings
are used, with an oversized cylin-
drical roller bearing at the drive
shatt on all except the two
smallest sizes to withstand V-belt
pull. All other bearings are over-
sized balif bearings. The Universai
RAl features thrust control, with
splash oll iube on the gear end
and grease lube on the drive end.
After standard tests, the unit is
sprayed with a protective paint
and boxed or placed on skids.

Available accessories in-
clude driver, relief valve, inlet and
discharge silencer, inlet filter,
check valve, extended base, V-
belt or flexible coupling and drive
guards.

EVERY GROWING PLANT NEEDS RDOTS



F NS1 V-BELT GUARD -—— -—-— - AF-INLET AND D) SCHARGE
G RLATE Wi GrRour CD O THE TOP FURNISHED BY RCOTS () MOTOR DATA
: FURNISHED BY OTHERSD s
~ “-— P ——e
. RPM
LEFT SIUE
FLANGE DRILLING AA — - AA PHASE
125 LB ANSI DISCHARGE 7
6"FLG | B FLG A - VOLTAGE
— = — —————
OPENING 6.00 8.00 — FRAME
BOLT CIRCLE 8.50 .75 | 0 1 - MANUF ACTURER
N D, |1, .50 AV
FLANGE _0.D 520 13.. N T L — V-BELT DRIVE DATA
S HOLES 3/4-10 3/4-10 l 25 AC BELTS
TAP_DEPTH 1,13 1.13 - -4 | . L ORIVE SHEAVE
AX
U-BLOWER SHAFT DIA. 389 IJ :zf] - ! I | DR1VEN SHEAVE
. CENTER DISTANCE
AD-MAX.BLOWER SHEAVE WIDTH r~ AR AR ‘e ' = AQ -=1<A0™
AE-MIN. BLOWER SHEAVE DIA. '—— 1.00 1.00 2.00 L—— ——' 2.00
= AM , ' AL
U‘RAI SIDE OUTLET BLOWER . 374 DIA. -4 MOUNTING HOLES ALL DIMENSIONS IN IMCHES
-4
S1ZE MOTOR FRAME C D M P U KEYWAY | AA| AC| AD | AE AF AL | AM | AO JAD'] AR |AR'] AV | AX
22 156, 1437, 1457, 1827 8.7513.75} 4.63]5.1 6.251.625]1.188 x..094]3.13]68.00¢1.75]4.00 1* NPT 20.00]41.0018.00]168.00132.9506.50]12.63% 5.()1;
24 |56, 1437, 1457, 1827 11.793.75] 5.63|6.13]6.25].625].188 = .004]3.13]8.00]1.75]4.00] 2~ NPT_ |20.00J41.00]8.00)8.00]32.506.50]12.63 3.0u
33 . 1437, 1457, 1827, (84T, 2137 12.13]15.00] 5.8816.25] 7.75| . 750 | . 188 = .094]3.88]9.75]1.91]5.00] 2~ NPT_ |29.00]46.00]12.00]135.0035.04 9.00]15.81]3 o
38 |56, 1437, 1457, 1827, 1BAT, 2137 14.6315.00] 7.06]7.56] 7.75] .750|.188 = .094|3.86|9.7501.91]5.00]2-1/2~ NPT|29.00]/46.00[12.00]13.0035.0049.00]15.81]3 .00
42 |56, 1437, 1457, 1827, 1BAT, 2137, 2157 13.00/6.25] 6.13]6.88|8.75]| .B75 |.188 = .094]4.38]11.292.3115.00]1-1/2~ NPT|29.00]46.00]12.0013.0035.0q9.00{18.043 v
48 |56, (43T, 1457, 1827, 1847, 2131, 2157 1I5.5016.25] 7.50]108.00]0.751.8751.188 x ,09414.38[11.292.3115.00[2-1/2" NPT{29. 46.00012.00{13.0Q35.0009.00(18.06 3. 1)
47 1437, 1457, 1827, 1847, 2137, 2157 17.63]6.25] 8.38]9.25]8.50].875]. 188 » .094]4.25))1.252.31]5.00] 3~ NPT_ ] 29.00]46.00]12.00,13.0035.049.00]18.0( 3. 00
83 11437, 1457, 1827, 1647, 2137, 2157, 2547, 2561]15.3816.25] 7.19]0. 19]10.25]1 . 125].250 = .125]5.13]12.793.06]6.00]2-1/2- NPT|31.00151.00]1+.00{13.0038.50410.5q21.34 00
868 [1437, 1457, 1827, 1841, 2137, 2151, 2547, 2561]18.0016.25] 8.81]9. 19]11.001 ., 125].250 x .125]5.50]12.743.06]|6.00] 4~ NPT__|31.00|51.00]14.00013.0038.5310.5d21_ 3 4.0
90 [145T, 1827, 1847, 2137, 2157, 2547, 2567 [21.19(6.25]9.81[11.1di1.0001.125].250 » .125]5.50[12.743.06{6.00] 4~ NPT [31.00{5!1.00]14.00{13.0038.5010.5(21. 384 0
@3 (1647, 2137, 2151, 7547, 2567, 2847, 2667 (18 36818.75] 9.1919.19]12.75]1 . 375]. 313 x .156]6,30]15,.7:3.44]8.00] 3~ NPT_ | 31.00]51.00]1¢.00/13.00438.50410.5(025.634 .00
[..:] 1847, 2137, 2157, 2547, 2467 2).3888.75}110.56/0.81}12.75]1 . 3751.313 x .156]6.38['5.793.4418.00 5= NPT 31.00(51.00]14.00{)3.00038.5(10.5J25.63 4. 00
60 20471, 2067, 3247 21.3818.75]10.5610.81]12.75]1 .375].313 = .156|6.38]15.73.44]0.00] 5~ NPT |¢4.50]61.00]23.00]17.5048.5010.5(125.63 4 .00
618 21371, 2157, 2547, 2567, 2047, 2067, 3247 20.3810.75]14.06{14.31]15.00]1 . 375} .313 x .156]7.50}15.793.44]18.00 6" FLG 44.50{61.00]23.00417.5(048.5(010.5(25 .63 4 . (L1
I8 12131, 2151, 25471, 2567, 2047, 2067, 3241, 3261]19.94[11.00 9.94110.0019,36[1 .5631.375 = .1868]9.69]18.503_75]9.50] 4~ NPT_ J44.50|61.00J23 0oj17_5048.5J10. 5q30. (J4 .(us:
TFUL_J2137, 215T, 2547, 2567, 2841, 2861, 3247, 3267, 3641]25.19011.0012. 4412, 7917.00}1 .563].375 « .188]8.5018.5d3.75]9.50] 6~ FLG_|44.50]61.00]23. 00[17.50{48.5310.5030. 134 tn:
718 J2151, 25471, 2561, 2847, 2067, 3247, 3267, ssnlsz.ugn.oo 15.94]16. 2417.00]1 .563].375 » .160]|8.50]18.50 3.7519.50] 8~ FLG_ |+4.50]61.00J23.00]i 7. 50(65.0014.0030. 1 4. u
1 - |
CERTIFIED CORRECT FOR P 7/16/87)
CUSTOMER ORDER No. @ ORLSSER IMUSTHIES. INC. ns
ROOT RAOOTS DIVISION
3900 WLST1 MOUNT STREET
ROOTS ORDER No. L CONNERSVILLE, INDIANA 47334
DATE 862-796-02 |

“RNINTED IN U.S.A,

62XXADM79602 |



ROOTS DIVISION

DRESSER INDUSTRIES, INC.

PERFORMANCE BASED ON 68°F
INLET AIR & DISCHARGE

CONNERSVILLE, IN. 4733 PRESSURE - 30" HG ABS
PRINTED IN U.S.A.
JUNE 1990
PERFORMANCE
Q00 58 UNIVERSAL RAI® BLOWER
= MAXIMUM VACUUM = 14" HG 6" HG
Z | so0 MAXIMUM SPEED = 2850 RPM ], 8. 1S
7 5 g
| 700 /008
LU 4'411:4
= | 800 2
Eﬁ 775 ad
> 500
E XY
_] 4'00 o4
Z
300 =y 44
200 AT
100
14" HG
Ei 25 -
g & [ 27 HG
0 20 =l 10" HG
LU {
&) IS 1 8™ HG
: it
|O = - ] »= et 6 HG
< SREam==camsaan
X i
T 5 s a
18] o
0
| 000 | 500 2000 2500 3000
SPEED - RPM
VC-12-59



RMT OPERATIONS AND MAINTENANCE MANUAL
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MEDLEY FARM SITE

APPENDIX F
PUMP MAINTENANCE - GW & SVE

\WP\9\938130MM MFS/CDF93

APPENDIX F

WORKING COPY
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GROUND WATER PUMP MAINTENANCE TABLE

Add oil to bearings

Pack the stutfing box

Check impeller clearances

Change oil

MONTH:E
Change oil
Check packing if pump has been idle

Regrease bearings
Check foundation & hold down bolts for tightness

Change oil

Check packing if pump hs been idle

| Regrease bearings

Check foundation & hold down bolts for tightness
ONTHS OR

Change oil

Check packing if pump hs been idle

Regrease bearings
Check foundation & hold down bolts for tightness

MO

Change oil

Check packing if pump has been idle

Regrease bearings
Check foundation & hold down boits for tightness

Check pump capacity, pressure & power against
specifications

Repeat this schedule for every [3 month or 3000 hrs]
NOTE: Initial each task following its completion.

1\WP\9\938130MM. MFS/CDF83 WORKING COPY



SVE PUMP MAINTENANCE TABLE

START-UP

INITIALS

DATE

Add oil to fill mark

Change oil every 1000 hours

WPAS938130MM.MFS/CDF93

WORKING COPY
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LOW PROFILE AIR STRIPPER DATA SHEET

IAWP\9\938130MM.MFS/CDF93

APPENDIX G

WORKING COPY



| MK Model Pictured: 31221
* “ ; Py Options chosen for system pxctured.}

® NEMA 4 control panel with ala.rm
interlocks, motor starter, relays; %
100 db alarm horn

# Main disconnect switch

& Low air pressure alarm switch
o High water level alarm switch
®f Water pressure gauges

o Line sampling ports

AR EXnAUST
)

AIR FLOW GAGE PRESSURE GAGE .
AR PRESSURE GAGE | &1_?"— IE;;E:IA_;#:E GAGE H

SAMPLE PORT 16380 OO

-
LI

AR PRESSURE SW"C

] [}

I moo I g oo 1

«
- 4
— CONTROL 12
N PANEL
¥ £ I AERATION TRAY 0 l
- 2 LYY 2 . I
£ CLEANOUT PORTS [ el B Y
. AERATION TRAY ‘
urInG uss [o] i ! !
: ALARM HORN
& NSPECTION PORT OwE
[ WATERLEVEL NLET BLOWER
: AIR INTAKE LEY BiGHT TUBE
N N
MGH LEVEL ALARM FLOAT SWITCH " wer o vaom
- SAMPLE PORT
PRESSURE GAGE | °
TEMPERATURE GAGE 0!
FLOW CONTROL VALVE °
! ol
GUTLET AUMP FLOAT SWITCH o
. LET PumMP [ O VALVE :
L1 Ll T 1
- Jl L SXID MOUNT FRAME SKID IOUNT FRAME J
L 164 1 I L

on 704, __I ,\_/

FRONT VIEW RIGHT SIDE VIEW

e g

- h

i TR

*Use these drawings as a guideline only. Systems are built to your project's specifications.



min.. approx.
cfm lbs.

510" 126" €3 1800 2565
510" 126" 73" 1800 2910
510" 126" 83" 1800 3255 4

31211 1-150gpm 1
1221 1-150gpm 2
31231 1-7dgom 3

I\

'ow profile air strippers

. 31200 AERATION TRAY

a1
|

T

!
i
|
i
i
!
i
i

WATER INLET

‘Percent Removal vs. Flow Rate

e|rcent; of Rated

. Rate.
P
!

The raﬁ)_hs represent approximate removal efficiencies. Use the

Shallow

ray™ modeling program to calculate expected performance.

L Tce ol
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“'OneTray | | | |
I 4 GPM
| ;

@

7 W d Bt g Fih Fa e ak guita p o
AR R R

3!




IS W N Gk WE N W T

RMT OPERATIONS AND MAINTENANCE MANUAL

JUNE 1993
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LOW PROFILE AIR STRIPPER TROUBLE SHOOTING GUIDE

WPG\938130MM.MFS/CDFS3

APPENDIX H

WORKING COPY
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TROUBLESHOOTING ShallowTraye
I
Problem Blower Won’t Start Or Run
No power to
blower
Check that all switches are in “ON” or “AUTO” position.
Position main disconnect switch to “ON” position. Turn control switches to “ON”
or “‘AUTO.” .
Blown Fuse
Check to see if fuses are ok. Check fuses in main disconnect switch
and in control panel.
If blown, replace with fuse of same size and rating.
Overload relay
trips
Locate reset button on blower overioad relay.
Push reset button in. Reasons for tripping: incorrect line voltage, motor wired
incorrectly, inadequate ventilation, bearings are bad.
Tubing to
pressure switch
plugged with
water or debris.
Remove tubing from pressure switch and blow into it towards tank.
Clean or replace tubing if plugged or kinked.
Blower wheel
jammed against

side of housing.

TURN OFF ALL power to the system. Try to spin wheel by hand.
Wheel should rotate freely.

Call North East Environmental Products.

ShallowTray Operation and Maintenance Manual 5-1




TROUBLESHOOTING
] . .
Problem Low Air Pressure In Stripper Tank
Blower damper
closed.
Visually check position of damper on inlet of blower.
Open damper to get proper reading on pressure gage. Firmly tighten screw.
Motor rotation
backwards.
Watch rotation of bilower wheel at slow speed.
Reconnect for proper rotation as per motor diagram.
Gravity discharge
trap installed
incorrectly.
Trap should be positioned vertically as an “upside down U.”
Install discharge trap per outlet plumbing drawings provided in appendix A.
Inlet chamber

(sealpot) in each
tray is not full of
water.

Rubber clean out
caps not in place.

Tubing to
pressure gage
plugged with
water or debris.

Unit has gravity
feed, and inlet
pipe on inside of
ShallowTray cover
is not submerged
in inlet chamber
water.

Slide tray aside and look at water level in chamber.

Remove 4" rubber caps on end of trays. Fill up inlet chambers with a hose. Or,
follow inlet chambers fill up procedure above in Initial Start Up.

All cleanout ports must have a rubber cap installed.
Tighten clamp on all rubber caps.

Remove tubing from pressure gage and blow into it towards tank.
Clean or replace tubing if plugged or kinked.

Remove cover and measure length of piping hanging from inside of
cover. Length is to be about 102" from cover surface.

Adjust length of inlet pipe on inside of cover until total length is about 104"
DO NOT INSTALL NOZZLE ON A GRAVITY FEED UNIT.

54




. ———

Debris blocking
blower intake.
Look at blower intake screen.
Remove debris from screen.
Normal operation

for automatic unit.

When inlet pump starts, blower will start, air pressure will rise to
operational level.

No action necessary.

ShallowTray Operation and Maintanance Manual
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APPENDIX |

WORKING COPY
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TROUBLE SHOOTING

Table 7

Troubleshooting Pump

PROBLEM

PROBABLE CAUSE

REMEDY

No liquid delivered.

Pump not primed.

Reprime pump, check that pump and suction
line are full of liquid.

Suction line clogged.

Remove obstructions.

Impeller clogged with foreign material.

Back flush pump to clean impeller.

Wrong direction of rotation.

Change rotation to concur with direction
indicated by arrow on bearing housing or
pump casing.

Foot valve or suction pipe opening not

Consult factory for proper depth. Use balfle

Pump not producting rated flow or head.

submerged enough. 1o eliminate vortices.

Suction lift too high. Shorten suction pips.

Air leak thry gasket. Replace gasket.

Air leak thru stutfing box Replace or readjust packing/mechanical seal.

Impeller partly clogged.

Back flush pump to clean impeller.

Worn suction sideplate or wear rings.

Replace defective part as required.

Insutficient suction head.

Ensure that suction line shutoff valve is fully
open and line is unobstructed.

Worn or broken imopeller,

Inspect and replace if necessary.

Pump starts then stops pumping.

Improperly primed pumo.

Reprime pumo.

Air or vapor pockets in suction line.

Rearranqge piping to eliminate air pockets.

Air leak in suction fine.

Repair (plug) leak.

Bearings run hot.

Improper alignment.

Re-align pump and driver.

Improper lubrication.

Check lubricant for suitability and level.

Lube cooling.

Check cooling svstem.

Pump Is noisy or vibrates.

Improper pump/driver alignment. Align shafts.
Partly clogged impeller causing imbalance. Back-flush pump to clean impsller.
Broken or bent impeller or shatt. Replace as required.

Foundation not rigid.

Tighten hold down bolts of pump and motor
or adjust stilts.

Worn bearings. Replace.

Suction or discharge piping not anchored or Anchor per Hydraulic Institute Standards

‘properly supported. Manual recommendations

Pump is cavitating. System problem.

Packing gland improperly adjusted. Tighten gland nuts.

Stuffing box impropsery packed. Check packing and repack box.
Excessive leakage from stuffing box. Worn mechanical seal parts, Replace worn parts.

Qverheating mechanical seal. Check lubrication and cooling lines.

Shatt sleeve scored.

Remachine of replace as required.

Motor requires excessive power.

Head lower than rating. Pumps too much
liguid.

Consult factory. Install throttle valve,
cut impeller.

Liquid heavier than expected. Check specific gravity and viscostty.
Stuffing packing too tight. Readiust packing. Replace if wom.
Rotating parts bind, Check internal wearing parts for proper

clearances.

~

33
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o SoUth Caroling s imterim Commisaicner: Thomas E. Brown, Jr.

‘ Soard: John H. Burriss, Chairman Willism E. Applegate, Ill,

Richard E Jabbour, DDS, Vice Chairman Toney Graham, Jr.. MD
—— Robert J. Stnipling, Jr. Secretary Sandra J. Molander
Depatment of Hearth and Emaronmentsl Control John B. Pate, MD
2600 Bull Street, Columbia, SC 29201 Promoting Health. Protecting the Environment

May 13, 1993

Ms. Mary Jane Norville, Esq.

Chair - Medley Farm Site Steering Committee
King & Spalding Law Firm

191 Peachtree Street

Atlanta, GA 30303-1763

_RE: NPDES Permit No. SC0046469
Medley Farms NPL Site
Cherokee County

Dear Ms. Norville:

The South Carolina Department of Health and Environmental Control intends
to issue a National Pollutant Discharge Elimination System (NPDES) permit to
the above-referenced facility in the near future.

The enclosed draft permit shows the proposed conditions to be
incorporated as part of the NPDES permit. In order that you understand your
responsibilities included in the provisions of this permit, particular
attention should be given to the following sections:

{
1. Part 1I.A.: This section(s) contains 1listings of effluent
characteristics, discharge limitations, and monitoring requirements.
The effective dates for various requirements are listed.

2. Part I.B.: This section contains the schedule of compliance
applicable to your facility. If your facility is presently in
compliance, no schedule is included. If you have a schedule of
compliance, please note Part 1.B.2. which contains your
responsibilities for reporting compliance requirements.

3. Part I.C.2.: This section contains your responsibilities for
reporting monitoring results.

ﬁ recycied paper

e — . ‘. © e m— et m=——— - - ——
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Chair -JMedley Farm Site Steering Committee
King & Spalding Law Firm l
May 13, 1993

Page Two

Whether you have specific objections to the draft permit or are satisfied
with its conditions, your comments are needed in writing to tnis office
within 30 days. If you have any questions concerning the enclosed conditions
or the procedures associated with the permit program, please contact me at
the above address or call me at (803) 734-4733.

Sincerely,

WQ/M

Francile S. Shelley
Environmental Engineer Associate
Industrial & Agricultural Wastewater Division

FSS/pww
Enclosures

cc: Barney Harmon, Appalachia III EQC
SC Appalachian Council of Government
Steve W. Webb, P.E., RMT
Water Quality Monitoring
Robert Wooten, USEPA
Richard Haynes, BSHWM
‘Billy Britton, BSHWM



s SOUth Caroling e

DHEC

Water Pollution Control
PERM]T

ToO DISCHARGE WASTEWATER lN ACCORDANCE WITH THE
NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM

THIS CERTIFIES THAT

Medley Farms NPL Site
has been granted permission to discharge wastewater from a facility located at

Gaffney, Cherokee County
South Carolina

7 to receiving waters named

Jones Creek

in accordance with effluent limitations, monitoring requirements and other conditions set forth in Parts
1,11, and lll hereof. This permit is issued in accordance with the provisions of the Pollution Control Act
of South Carolina (S.C. Code Sections 48-1-10 et seq., 1976) and with the provisions of the Federal
Clean Water Act (PL 92-500), as amended, 33 U.5.C. 1251 et seq., the “Act.”

Marion F. Sadler, Jr.

DIRECTOR, DIVISION OF INDUSTRIAL & AGRICULTURAL WASTEWATER
BUREAU OF WATER POLLUTION CONTROL

Issued: Expires:

Effective: Permit No.: SC0046469




A.  EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

1.

During the period beginning on the effective date of this permit and lasting through the expiration date,
the permittee is authorized to discharge from outfall(s) serial number 001: treated groundwater.

Such discharge shall be limited and monitored by the permittee as specified below:

UEN ARACTERISTICS DISCHARGE L IMITATIONS

ka/day {1bs/da Other Units (Specify}
Monthly Daily Monthly 1y
Average Max. Average

Flow-m3/day (MGD)

1,2-Dichloroethane

1,1-Dichloroethene 0.039 mg/1
Tetrachloroethene 0.072 mg/1
Triéhloroethene 0.028 mg/1
BOD, 20 mg/1

MR = Honitor and Report Results.

2. The pH shall not be less than 6.0 standard hnits nor greater than 8.5 standard units

and shall be monitored twice per week by grab sample.

3. There shall be no discharge of floating solids or visible foam in other than trace amounts;

nor, shall the effluent cause a visible sheen on the receiving waters.

4. Samples taken in compliance with the monitoring requirements specified above shall be taken
at the following location(s): following treatment but prior to mixing with other waste streams

U V' Ae o SN NR AN MR WE AR B W B

0.028 mg/1

MONITORING REQUIREMENTS

Measurement Sample
Frequency lype
Continuous Recordi
flow mef
Weekly Grab
Weekly Grab
Weekly Grab
Weekly Grab
2/Month Grab
o
la)
B
rt
5
Al
8
Q!
(e )]
o
(e )]
O
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A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

5. During the period beginning on the effective date of this permit and lasting through (See Part IlI, Special
Condition #10) the Permittee is authorized to discharge from outfall serial number 001: treated groundwater.

EFFLUENT CHARACTER]STICS DISCHARGE LIMITAT]ONS MONJTORING REQUIREMENTS
(1bs/day) Other Units (Specify)
Monthly Daily Monthly Daily Measurement Sample
Average Maximum Average Maximum Frequency Type

* Biological Monitoring
(Whole Effluent Chronic
Toxicity Testing)

1/month Grab

* at INC of 72 % (See Part III, S

6. Samples taken in complianc th:the monitoring requirements specified above shall be taken at the

81 30 ¢ a8eq
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A. EFFLUENT LIMITATIONS AND MONITORING REQUIREMENTS

11. During the period beginning (See Part 111, Special Condition #10) and lasting through the expiration date the
Permittee is authorized to discharge from outfall serial number 001: treated groundwater.

FFLUENT CHARACTERISTIC ISCHARGE | IMITATIONS MONITORING REQUIREMENTS
(1bs/day) Other Units (Specify)
Fonthly Daily Monthly Daily Measurement Sample
Average Maximum Average Max imum Frequency Type

Biological Monitoring
(Whole Effluent Chronic
Toxicity Testing)

Grab

-

(1) See Part I1II, Condition #10

12. Samples taken in compliance with the monitoring requirements specified above shali be taken at the
following location(s): at or near“the outfall, but prior to mixing with the receiving stream.

*ON 3ITWIS{

69¥97000S
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MONITORING AND REPORTING

1.

Representative Sampling

Samples and measurements taken as required herein shall be
representative of the volume and nature of the monitored discharge.

Flow Measurements

Appropriate flow measurement devices and methods consistent with
accepted scientific practices shall be present and used to ensure the
accuracy and reliability of measurements of the volume of monitored
discharges. The devices shall be installed, calibrated and maintained
to ensure that the accuracy of the measurements are consistent with
the accepted capability of that type of device. Devices selected
shall be capable of measuring flows with a max1 um deviation of less
than + 10% from the true discharge rates ghout the range of
expected discharge volumes. The pr w device must be
accessible to the use of a continuous Where_a flume is
present, a separate stilling well®

provided if required by _the Departme

Reporting Monitoring Results

: shall be reported monthly on a
epor (EPA Form 3320-1). The first report
is due postmarke later than the 28th day of the month following
the month this pe becomes effective. Two copies of these, and all
other repo quired herein, shall be submitted to the Department:

Monitoring results
D1scharge Nonit

S.C. Department of Health and Environmental Control
ATTN: BWPC/Enforcement Section

2600 Bull Street

Columbia, South Carolina 29201

Test Procedures

Test procedures for the analysis of pollutants shall conform to
requlations published pursuant to State Environmental Laboratory
Certification Regulation 61-81 and Section 304(h) of the Act, as
amended. (Federal Register, October 16, 1973; Title 40, Chapter I,
Sub-chapter D, Part 136 'Guide11nes Establishing Test Procedures for
the Analysis of Poliutants.” Amended by Federal Register, December 1,
1976, and any other amendments that may be promulgated).

5t /EPA use must be

ety



B.

PART 1
Page 5 of 18
Permit No. SC0046469

SCHEDULE OF COMPLIANCE

1.

— e e - - © e = r e - —————— e = A= Se =ttt et e e .. ——— ——

The permittee shall achieve compliance with the effluent limitations
specified for discharges in accordance with the following schedules:

N/A

No later than 14 calendar days following a date fdentified in the
above schedule of compliance, the permittee shall submit either a
report of progress or, in the case of specific actions being required
by identified dates, a written notice of compliance or noncompliance.
In the latter case, the notice shall 1include the cause of
noncompliance, any remedial actions taken, and the probability of
meeting the next scheduled requirement.
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Recording of Results

For each measurement or sample taken pursuant to the requirements of
this permit, the permittee shall record the following information:

a. the exact place, date and time of sampling:
b. the dates and times the analyses were performed;

c. the person(s) who performed the analyses and the laboratory
certification number where applicable; .

d. the analytical techniques or methods used; and

e. the results of all required analyses.

Additional Monitoring by Permittee

ation(s) designated
mit, using approved

If the permittee monitors any pollutant
herein more frequently than required
analytical methods as specified$herei'

if a s1n91
condition'{ '

A1l records and information resulting from the monitoring activities
required by this permit including all records of analysis performed
and calibration and maintenance of instrumentation and recordings from
continuous monitoring instrumentation shall be retained for a minimum
of three (3) years, or longer if requested by the Department. The
permittee shall furnish to the Department, upon request, copies of
records required to be kept by this permit.

Definitions

a. The "monthly average", other than for fecal coliform, is the
arithmetic mean of all samples collected in a calendar month
period. The monthly average for fecal coliform bacteria is the
geometric mean of all samples collected in a calendar month
period. The monthly average loading is the arithmetic average of
all individual loading determinations made during the month.
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The "weekly average", other than for fecal coliform, is the
arithmetic mean of all the samples collected during a one-week
period. For self-monitoring purposes, weekly periods in a
calendar month are defined as three consecutive seven day
intervals starting with the first day of the calendar month and
a fourth interval containing seven days plus those days beyond
the 28th day in a calendar month. The value to be reported is
the single highest of the four weekly averages computed during a
calendar month. The weekly average loading is the arithmetic
ave;age of all individual loading determinations made during the
week.

The "daily maximum" is the highest average value recorded of any
sample collected during the calendar month.

higﬁest or lowest
he calendar month.

The "instantaneous maximum or minimum" is
value recorded of any sample collected d

Arithmetic Mean: The arithmeti
summation of the 1nd1v1dua1 v
individual values.

f any set of values is the
jed by the number of

of any set of values is the
dual values where N is equal
alues. The geometric mean is
of the arithmetic mean of the
e tdual values. For purposes of calculating

an, values of zero (0) shall be considered to be

The South Carolina Department of Health and
Env1ronmenta1 Control.

Act: The Clean Water Act (Formerly referred to as the Federal
Water Pollution Control Act) Public Law 92-500, as amended.

Grab Sample: An individual discrete or single influent or
effluent portion of at least 100 milliliters collected at a time
representative of the discharge and over a period not exceeding
15 minutes and retained separately for analysis. Instantaneous
flow measured at the time of grab sample collection shall be used
to calculate quantity.

Composite Sample: One of the following four types of composite
samples as defined is specified within this permit:

(1) An influent or effluent portion collected continuously over
a specified period of time at a rate proportional to the
flow.
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(2) A combination of not less than 8 influent or effluent grab
samples collected at regular (equal) intervals over a
specified period of time, properly preserved, (See part
1.C.4.) and composited by increasing the volume of each
aliquot 1in proportion to flow. If continuous flow
measurement is not used to composite in proportion to flow,
the following method will be used: Take an instantaneous
flow measurement each time a grab sample is collected. At
the end of the sampling period, sum the instantaneous flow
measurements to obtain a total flow to determine the partial
amount (percentage) of each grab sample to be combined to
obtain the composite sample.

(3) A combination of not less than 8 influent or effluent grab
samples of equal volume but at variable time intervals that
are inversely proportional to the volume.of the flow. That
is, the time interval between aliqu reduced as the
volume of flow increases.

(4) A combination of not less ‘gl t or effluent grab
samples of constant.i{equal
(equal) time inte ]

while bei

ied compositing time period shall be used
esults to calculate quantity.

all allow the Commissioner of the Department of Health
and Environmental Control, the Regional Administrator of EPA, and/or
their authorized representatives:

a. To enter upon the permittee’s premises where a regulated facility
or activity and effluent source is located in which any records
are required to be kept under the terms and condftions of this
permit, and,

b. At reasonable times to have access to and copy any records
required to be kept under the terms and conditions of this
permit; to 1inspect any facilities, equipment (including
monitoring and control equipment), practices or operations
regulated or required under this permit and sample or monitor any
substances or parameters at any location of the purposes of
assuring permit compliance.



A.

PART 11
Page 10 of 18
Permit No. SC0046469

GENERAL REQUIREMENTS

1.

Duty to Comply

The permittee must comply with all conditions of this permit. Any
permit non-compliance constitutes a violation of the Act and the S.C.

Pollution Control Act and is grounds for enforcement action; for
permit termination, revocation and reissuance, or modification; or for
the denial of a permit renewal application.

Civil and Criminal Liability

a. Any person who violates a term, condition or schedule of
compliance contained within this permit is subject to the actions
defined by Sections 48-1-320 and 48-1-330 of the S.C. Pollution
Control Act.

"Bypassing” (Part
)nstrued to relieve
the permittee from civil enalties for non-

compliance.

Ve been necessary to halt or
order to maintain compliance

Department does not relieve the permittee of responsibility for
compliance.

0i1 and Hazardous Substance Liability

Nothing in this permit shall be construed to preclude the institution
of any legal action or relieve the permittee from any
responsibilities, 1fabilities, or penalties to which the permittee is
or may be subject to under Section 311 of the Act, the S.C. Pollution
Control Act or applicable provisions of the S.C. Hazardous Waste
Management Act and the S.C. 011 and Gas Act.

Permit Modification

a. The permittee shall furnish to the Department within a reasonable
time any relevant information which the Department may request to
determine whether cause exists for modifying, revoking and
reissuing, or terminating the permit, or to determine compliance
with the permit.
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b. Upon sufficient cause, this permit may be modified, revoked,
reissued, or terminated during its term, after public notice and
opportunxty for a hearing. Modifications deemed to be minor will
not require public notice.

c. The filing of a request by the permittee for a permit
modification, or a notification of planned changes or anticipated
non-compliance, does not stay any permit condition.

Toxic Pollutants

Notwithstanding Part I11.A.4. above, if a toxic effluent standard or
prohibition (including any schedule of compliance specified in such
effluent standard or prohibition) is established under Section 307(a)
of the Act for a toxic pollutant which is present in the discharge and
such standard or prohibition is more stringent than any limitations
for such pollutant in this permit, this pe all be revised or
modified in accordance with the toxic eff ndard or prohibition
and permittee so notified. .

State Laws

Nothing in this permit shall
of any legal .acti
responsibilities, ﬁ.'

to preclude the institution
' the permittee from any

alties established pursuant to
gulation under authority preserved by

The issuance“of this permit does not convey any property rights in
either real or personal property, or any exclusive privileges, nor
does it authorize any injury to private property or any invasion of
personal rights, nor any infringement of Federal, State, or local laws
or regulations.

Severability

The provisions of this permit are severable, and if any provisions of
this permit, or the application of any provision of this permit to any
circumstances, is held invalid, the application of such provision to
other circumstances, and the remainder of this permit shall not be
affected thereby.

Onshore and Offshore Construction
This permit does not authorize or approve the construction of any

onshore or offshore physical structures or facilities or the
undertaking of any work in any navigable waters.
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REPORTING REQUIREMENTS

1.

Change in Discharge

A1l discharges authorized herein shall be consistent with the terms
and conditions of this permit. The discharge of any pollutant
identified in this permit more frequently than or at a level in excess
of that authorized shall constitute a violation of the permit. Any
planned facility expansions, production increases, or process
modifications which will result in a new or different discharge of
pollutants must be reported by submission of a new NPDES application
or, if such changes will not violate the effluent 1limitations
specified in this permit, by notice to the Department of such changes.
Following such notice, the permit may be modified to specify and limit
any pollutant not previously limited.

Twenty-Four Hour Non-Compliance Reporting

' During
4 After hour reporting
ency Response telephone number
provide the following

normal working
should be mad
803/253$6 8.

2. The period of non-compliance, including exact dates and
times; or, if not corrected, the anticipated time the non-
compliance is expected to continue, and steps being taken to
reduce, eliminate and prevent recurrence of the non-
complying discharge.

b. The following violations shall be included in a 24 hour report
when they might endanger health or the environment:

1. An unanticipated bypass which exceeds any effluent
limitation in this permit;

2. Any upset which exceeds any effluent limitation in the
permit.

c. As soon as the permittee has knowledge of or anticipates the need
for a bypass, but not later than 10 days before the date of the
bypass, it shall notify the Department and provide a
determination of the need for bypass as well as the anticipated
quality, quantity, time of duration, and effect of the bypass.



PART 11
Page 13 of 18
Permit No. SC0046469

Other Non-Compliance

The permittee shall report in narrative form, all instances of non-
compliance not previously reported under Section B, Paragraph B.2., at
the time Discharge Monitoring Reports are submitted. The reports
shall contain the information listed in Paragraph B.2.a.

Transfer of Ownership or Control

A permit may be transferred to another party under the following
conditions:

a. The permittee notifies the Department of the proposed transfer at
least thirty (30) days in advance of the proposed transfer date;

b. A written agreement {is submitted to the Department between the
existing and new permittee containing cific date for the
transfer of permit responsibility, ciy age, and liability for

eipt of proposal,
permittee and the
revoke and . reissue, or

the Department disagrees and
new permittee of th

E't.z\__a_J___thorized to discharge after the expiration date
tnless a completed application for reissuance is

"be granted to submit an application later than th1s,
but not later than the expiration date of the permit. In accordance
with Section 1-23-370 of the code of laws of South Carolina, if a
timely and sufficient application is made for any activity of a
continuing nature, the existing permit does not expire until a final
determination is made to renew or deny renewal of the existing permit.

Signatory Requirements

A11 applications, reports or information submitted to the Department
shall be signed and certified.

a. All permit applications shall be signed as follows:
1. For a corporation: by a principal executive officer of at

least the level of vice-president or by a duly authorized
representative;
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2. For a partnership or sole proprietorship: by a general
partner or proprietor, respectively; or,

3. For a municipality, State, Federal or other public z2-ency:
byfeith$r a principal executive officer or ranking eiected
official.

b. A1l reports required by the permit and other information
requested by the Department shall be signed by a person described
above or by duly authorized representation only if:

1. The authorization is made in writing by a persbn described
above and submitted to the Department;

2. The authorization specifies either an individual or a
position having responsibility for the overall operation of
the regulated facility or activity, su s the position of
plant manager, superintendent, or on of equivalent
responsibility. (A duly author esentative may thus
be either a named individu: ividual occupying a
named position.) '

Availability of Reports

. ial under Section 48-1-270
: T reports prepared in accordance
5f this permit shall be available for
es of the Department and the Regional
As required by the Act, effluent data shall not be
considered" dential. Knowingly making any false statement on any
such repor y-result in the imposition of criminal penalties as
provided foriin Section 48-1-340 of the S.C. Pollution Control Act.

Administra

Changes in Discharges of Toxic Pollutants or Hazardous Substances

a. The permittee shall notify the Department as soon as it knows or
has reason to believe that any activity has occurred or will
occur which would result in the discharge in any outfall of:

1. Any toxic pollutant(s) identified under Section 307(a) of
the Act which exceed the highest of the following
concentrations and are not limited in the permit.

- 1 mg/1 for antimony (Sb):

- 0.500 mg/1 for 2,4-dinitrophenol or 2-methyl, -4,6-
dinitrophenol;

- 0.200 mg/1 for acrolein or acrylonitrile;
- 0.100 mg/1 for any other toxic pollutant; or,

- Ten (10) times the maximum concentration value reported in
the permit application.
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2. Any hazardous substance(s) identified under Section 311 of
the Act as determined by Federal Regulation 40 CFR 117.

b. The permittee must notify the Department as soon as it knows or
has reason to believe that it has begun or expects to begin to
use or manufacture as an intermediate or final product or by-
product any toxic pollutant or hazardous substance which was not
reported in the permit application.

OPERATION AND MAINTENANCE

Facilities Operation

a. The permittee shall at all times properly operate and maintain
all facilities and systems of treatment and control (and related
appurtenances) which are installed or used by the permittee to
achieve compliance with the conditions of: s permit. Proper
operation and maintenance includes effeq performance based on
design facility removals, adequat: ;. adequate operator
staffing and tra1n1ng, f tory and process

the Department. This pr
or auxiliary facilit:

achieve compl
Maintenance
1nterrupt n

tems g_n]_[ when necessary to
ditions of the permit.
ich necessitates unavoidable

t ee sha]l provide for an operator, as certified by the
South Carolina Board of Certification for Environmental Systems
Operators, with a grade equal to or higher than the
classification designated in Part 1I11.A.3. The name and grade of
the operator of record shall be submitted to the Department prior
to placing the facility into operation. A roster of operators
associated with the facility’s operation and their certification
grades shall also be submitted with the name of the "operator-in-
charge”. Any changes in operator or operators shall be submitted
to the Department as they occur.

Bypassing

Any intentional diversion from or bypass of waste streams from any
portion of wastewater collection and treatment facilities which is not
a designed or established operating mode for the facility is
prohibited except (a) where unavoidable to prevent loss of life,
personal injury or severe property damage, or (b) where excessive
storm drainage or run-off would damage any facilities necessary for

compliance with the effluent limitations and prohibitions of this
permit and there were no feasible alternatives to the bypass, such as
the use of auxiliary treatment facilities or retention of untreated
wastes. "Severe property damage" does not mean economic loss caused
by delays in production.

. ———— e s P - . ©me e e e e e amm e sn . or . ememm A e eem e i RS b m - e m—
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Duty to Mitigate, Halt or Reduce Activity

The permittee shall take all reasonable steps to prevent, minimize or
correct any adverse impact on public health or the environment,
resulting from non-compliance with this permit. Upon reduction, loss,
or failure of the treatment facility, the permittee shall, to the
extent necessary to maintain compliance with this permit, control
production or all discharges or both until the facility is restored or
an alternative method of treatment is provided.

Power Failures

In order to maintain compliance with effluent 1limitations and
prohibitions of this permit, the permittee shall either:

a. In accordance with the Schedule of Compliance contained in Part

ntrol production and/or all
ik oss, or failure of the primary

course of treatment or control of wastewaters shall be disposed of in
a manner such as to prevent such materials from entering State waters
and in accordance with guidelines issued pursuant to Section 405 of
the Act, and the terms of a construction or NPDES and/or solid or
hazardous waste permit issued by the Department.
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PART II1

OTHER REQUIREMENTS

1.

The permittee shall maintain at the permitted facility a complete Operations and
Maintenance Manual for the waste treatment plant. The manual shall be made
available for on-site review during normal working hours. The manual shall contain
operation and maintenance instructions for all equipment and appurtenances
associated with the waste treatment plant. The manual shall contain a general
description of the treatment process(es), operating characteristics that will
produce maximum treatment efficiency and corrective action to be taken should
operating difficulties be encountered.

The permittee shall provide for the performance of routine daily treatment plant
inspections by a certified operator of the appropriate grade as defined in Part
11.C.1. The inspection shall include, but is not limit to, areas which require
a visual observation to determine efficient oper
corrective measures can be taken using the
inspections shall be recorded and shall 1 :
person making the inspection, corrective
maintenance, repair, or replacement perfo
records of inspections at the permi
the records shall be made available

anual as a guide. All
ite, time and name of the
, and routine equipment
ttee shall maintain all

The permittee sha11 monitor all parameters consistent with conditions established
by this permit on the 2nd Monday of every calendar month, unless otherwise approved
by this Department. Additional monitoring, as necessary to meet the frequency
requirements of this permit (Part I.A. Effluent Limitations and Monitoring
Requirements) shall be performed by the permittee.

The permittee shall maintain at the permitted facility a record of the method(s)
used in "estimating™ the discharge flow (i.e., pump curves, production charts,
water use records, etc.). Records of any necessary calibrations must also be kept.
This information shall be made available for on-site review by Department personnel
during normal working hours. _

Disposal of all sludge and waste oils shall meet all requirements of SCDHEC’s
Bureau of Solid and Hazardous Waste Hanagement.

The NPDES permit limitations are considered provisional until the appropriate
basin-wide NPDES permitting activity has been compieted. These 1imits are subject
to change at that time.
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The application for a Permit to Construct shall include plans and specification for
an in-stream diffuser for the discharge of the effluent to Jones Creek. Sucl‘
diffuser must be installed and ready for use prior to initiation of any discharge

using a control and the instream waste concentration (IWC) of 72 %. The tes

10. (a) On a monthly basis, a three-brood chronic toxicity test shall be conductegl

11.

12.

shall be conducted using Ceriodaphnia dubia as the test organism and 1§

accordance with the most recent "“Short-term Methods for Estimating the
Chronic Toxicity of Effluents and Receiving Waters to Freshwater Organisms

(EPA/600/5-89/01) and "South Carolina Procedures for Pass/Fail Modification

of the Ceriodaphnia 48 hour Acute Toxicity Test and Ceriodaphnia Survival and
Reproduction Test" (SCDHEC, May 1989). The raw data and results shall b

submitted in accordance with Part I.(C)(3) of the permit for each monthl

test. The test must be performed by a DHEC certified laboratory.

nce in u_J.ommm_nm’
rol and instream wast

: the test shall be deemed

(b) If the test results indicate a significant diff
survival and/or reproduction between the
concentration at the 95% confidence l; :

a failure.

(c) If a test fails, a toxicity uats$ plan shall be submitted to the
Enforcement Section of e Bu dater Pollution Control within sixt
(60) days of notification:t ment of test results. '

(d) The permittee the discharge monitoring report form whether
e test fails, the number "1" shall be place

;passes, the number “0" shall be placed on the form

on the form: if t

(e) Twelve consecutive acceptab]e months of toxicity testing results may resul
in quarterly testing in lieu of monthly tests at the Department’s discretion

Department may terminate the screening process and impose a 1imitation. Page 4 o
this permit shall become effective and Page 3 shall expire on the first day of th
month after the Department informs the permittee in writing.

After twelve consecutive months of “"passed” toxicity testing results, thil

A 2C NPDES Application Form shall be completed and submitted to SC DHEC within IZII
days of the initial discharge of treated groundwater. The permittee shall analyze
for all parameters in Item V. , Parts A, B, and C. Significant variation fro
anticipated levels of pollutants present may result in this permit being modifie'
or revoked and reissued to incorporate additional parameters and limitations.
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I.

eneral Information

The wastewater from this project will be generated from the clean-up of contaminated
groundwater from the Medley Farm Site in Cherokee County. The design of the remediation
system is based on a maximum flow rate of 152.77 gpm (0.22 MGD). This treated water will
be piped to Jones Creek for discharge. Jones Creek will be considered a FW (Freshwater)
Class Stream.

Determination of [imitations

7Q10 of Jones Creek = 0.13 cfs (0.084 MGD)
Q of Jones Creek = 1.6 cfs (1.034 MGD)
Q (Effluent Discharge Flow) = 0.22 MGD
Dilution Factor for Aquatic Life (DF ) -
2910 + 0, =0.084 + 0,22
0.22
Dilution Factor for MCLs and Human Health (DF,) =

Qo 1.034 + 0,22 = 5.7
2 0.22

Instream Waste Concentration for Aquatic Life
1/DF, x 100 % = 72.37 %
Instream Waste Concentration for MCLs and th (IWC,) = 1/DF, x 100 % = 12.22%

%i1ution
Factor

Allowable Discharge
Concentration

(HQC) and Human Hea]th ----- {HH) consideration, whichever are more strlngent Where

applicable, Drunk1ng Water Maximum Contaminant Levels (MCLs) are used. In any instance
where the State’'s lower 1limit of detection is below the limits, the applicable
limitation will be stated as "less than ( < )" the detection limit.

I1.Permit Limitations ;

A.Benzene
1. Sampling Results: 2.0 ug/]
2. Drinking Water MCLs: 5 ug/1
3. WQC (Aquatic Life): (5 300 ug/1+ 100) x DF, (1. 38) = 73.14 ug/1
4. WQC (Human Health): 5 ug/1 x DF,(5.7) = 28.8 ug/1
5. State Lower Limit of Detection: 2 0 ug/1
6. Conclusion: Due to effluent concentrations resulting in less than one-tenth the

most stringent stream standards, there will be no 1imit for Benzene.

B.Chloroform
. Sampling Results: 9 ug/1

. Drinking Water MCLs: 100 ug/1

WQC (Aquatic Life): (1240+ 10) x DF (1.38) = 171.12 ug/1

. WQC (Human Health): 100 ug/1 x DF,(S. 7) = 570.0 ug/1

State Lower Limit of Detection: 2 0 ug/1

Conclusion: Due to effluent concentrations resulting in less than one-tenth the
most stringent stream standards, there will be no 1imit for Chloroform.

O U & W N
L] . .
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C.

G.

G\U‘-FWNF-'

.1.1.1-Trichloroethane

- lorpethan I'

1. Sampling Results: 5 ug/1

2. Drinking Water MCLs: none

3. WQC (Aquatic Life): none l

4. WQC (Human Health): none

5. State Lower Limit of Detection: 2.0 ug/}

6. Conclusion: In the absence of any State standards, and the low concentration
present, there will be no 1imit for 1,1- Dichloroethane. '
-Di

. Sampling Results: 650 ug/1 . I
. Drinking Water MCLs: 5 ug/1
. WQC (Aquatic Life):(118,000+ 100) x DF,(1.38) = 1628.4 ug/1
. WQC (Human Health): 5 ug/1 x DF,(5.7) = 28 5 ug/1
. State Lower Limit of Detection: 5 ug/1
. Conclusion: The limit for 1,2-Dichloroethane will be 28.5 ug/1, based on Water
Quality Standards (Drinking Water MCL) l

.1,1-Dichloroethene

Sampling Results: 400 ug/1

. Drinking Water MCLs: 7 ug/1

. WQC (Aquatic Life):(11,600+ 100) x.
. WQC (Human Health): 7 ug/] X DFZ(S

. State Lower Limit of Detectjion: S

The limit fo

O\Ulthﬁ—‘
.

. Conclusion:

2-trans-Dichlor
. Sampling Resultsi
. Drinking Water MC]
. WQC (Aquatic Life
. WQC (Human Health)=
. State Lower Limit of Detection:

. Conclusion: In the absence of any state standard and the low concentration
present, there will be no limit for 1,2-Dichloroethane.

O\U‘wai—-

Tetrachloroethene
Sampling Results: 560 ug/1

Drinking Water MCLs: 88.5 ug/1

. WQC (Aquatic Life):(5,280+ 100) x DF,(1.38) = 72.86 ug/\

. WQC (Human Health): 88.5 x DF,(5.7) = 's04. 45 ug/1

. State Lower Limit of Detection 2 ug/1

. Conclusion: The limit for Tetrachloroethene will be 72.8 ug/1 based on Wate
Quality Criteria (Aquatic Life)

O U & W N

. Sampling Results: 61 ug/1

Drinking Water MCLs: 200 ug/1

WQC (Aquatic Life): none '

. WQC (Human Health): 200 ug/1 x DF,(5.7) = 1,140 ug/}

. State Lower Limit of Detection: 2 ug/1

Conclusion: Due to effluent concentrations resulting in less than one-tenth th
most stringent stream standards, there will be no 1imit for 1,1,1-Trichloroethane.

N e "IIII B I s

YUY 8 WA+
- - .
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I.Irichloroethene (TCE)

. Sampling Results: 920 ug/1

Drinking Water MCLs: 5 ug/1l

. WQC (Aquatic Life):(45,000+ 100) x DF,(1.38) = 621.0 ug/1

. WQC (Human Health): 5 ug/1 x DF,(5.7) - 28.5 ug/1

. State Lower Limit of Detection: 2 ug/1

. Conclusion: The 1imit for Trichloroethene will be 28 ug/1 based on Water Quality
Criteria (Drinking Water MCL)

J.B0D
1. §amp11ng Results: <10 mg/1
Wasteload Allocation Section recommendations:
Daily Maximum: 20 mg/1
Monthly Average: 10 mg/1
2. Conclusion: Based on water quality considerations, BOD will be 1imited to 10 mg/1
as monthly average and 20 mg/1 as daily maximum.

oun:-wro-—-

K. pH
Regulation 61-68, Water Classifications
Freshwaters between 6.0 and 8.5

| sets pH standard for

’

SUMMARY OF LIMITS
Pollutant

1,2-Dichloroethane
1,1- Dichloroethene

Tetrachloroethene

Trichloroethene

BOD, 10 mg/l (Month]y Average)
20 mg/1 (Daily Maximum)

pH 6.0 to 8.5

L. The Department’s Toxic Control Strategy for Wastewater Discharges requires only
chronic toxicity testing for IWC’s between 10% and 80% when an instream diffuser
instream diffuser is in place. Since the special conditions section of the permit
calls for an instream diffuser to be installed, only chronic toxicity testing is
being required.

If no failures occur during the year’s screening process, a limitation for
biological monitoring may be imposed and the frequency of testing may be reduced
to once per quarter.



